
1. Submit samples and get approval of the engineering department before mass productions.
2. CD P/NO. printing method of rear side.

1. 양산 전 설계 승인을 취득할 것.
2. CD 후면 P/NO. 인쇄 방법
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SECTION

GRADE OVERBELOW

ex) In case of REV02 CD is developed with P/NO. SAC36973418 on Jul. 2019.
      P/NO. SAC36973418 19년 07월 REV02로 개발시 

1. CD Part No.
2. Display "year, month" 
      when the CD
     development or revision.
3. Rev.

CD FACE

"본 부품에 환경유해물질 (Pb, Cd, Hg, Cr6+, PBB,PBDE 등 ...)은 
LG 규격의 기준치 이내이어야 하고 상세 내용은 ECO-SCM  운영기준 [LG(56)A-2524]을 따를 것.
특히,  하기내용을 필히 준수하고 관리할 것.
(1)부품 인정시험 및 양산초품 입고시 국가공인기관의 환경유해물질관련 시험성적서를 제출할 것.
(2) 특히, 잉크내 Pb, Cd 등이 사용되거나 포함되지 않도록 할 것.

"This part contain Eco-hazardous substances (Pb, Cd, Hg, Cr6+, PBB, PBDE, etc.) within 
LG standard level, Details should be followed Eco-SCM management standard[LG(56)-A-2524].
Especially, Part should be followed and controlled the following specification.
(1) Eco-hazardous substances test report should be submitted 
      when  Part certification test and First Mass Production.
(2) Especially, Don't use or contain lead(Pb) and cadmium(Cd) in ink.
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保留备用
使用产品前请阅读使用说明

液晶显示器
  使用说明书

  软件安装
  -软件安装向导

38UC99

LG售后
官方微信平台

  http://www.lg.com
P/NO.SAC36973418(1907-REV02) 
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