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3D Used for viewing 3D video. (Depending on model)

EBTWIN Turns the twin mode on or off. (Depending on model)
& (INPUT) Changes the input source.

*Pressing and holding the <& button displays all the lists of
external inputs.

£X (0. Settings) Accesses the Quick Settings.

*Pressing and holding the £ button displays the All Settings
menu.

Coloured buttons These access special functions in some menus.
(@D: Red, @: Green, © : Yellow, @: Blue)

TELETEXT buttons(TEXT, T.OPT) These buttons are used for
teletext.

FOCUS You can zoom in on the area where the remote control is
pointed.

LIVE ZOOM By zooming in on the selected area, you can view it in
full screen.

Registering magic remote

How to register the magic remote

To use the Magic Remote, first pair it with your TV.

1 Put batteries into the Magic Remote and turn the TV on.

2 Point the Magic Remote at your TV and press the @ Wheel (0K) on
the remote control.

*If the TV fails to register the Magic Remote, try again after turning the

TV off and back on.

How to deregister the magic remote

Press the BACK and ﬁ (HOME) buttons at the same time, for five

seconds, to unpair the Magic Remote with your TV.

*Pressing and holding the GUIDE button will let you cancel and re-
register Magic Remote at once.

Licenses

Supported licenses may differ by model. For more information about
licenses, visit www.lg.com.

[I] DOLBY.

DI G ITAL PLUS HIGH-DEFINITION MULTIMEDIA INTERFACE

— dits»p XIDOLBY VISION'
(Only UH95**, UH85**, UH77**,
75UH65%*, 70UH63%*)

Open source software
notice information

To obtain the source code under GPL, LGPL, MPL, and other open source

licenses, that is contained in this product, please visit http://opensource.

Ige.com.
In addition to the source code, all referred license terms, warranty
disclaimers and copyright notices are available for download.

LG Electronics will also provide open source code to you on (D-ROM
for a charge covering the cost of performing such distribution (such
as the cost of media, shipping, and handling) upon email request to

opensource@lge.com. This offer is valid for three (3) years from the date

on which you purchased the product.

External control device
setup

To obtain the external control device setup information, please visit
www.lg.com.



Troubleshooting

Cannot control the TV with the remote control.

« Check the remote control sensor on the product and try again.
« Checkif there is any obstacle between the product and the remote
control.
« Check if the batteries are still working and properly installed (®
to@® OtoO).
No image display and no sound is produced.

« (Check if the product is turned on.

« (Check if the power cord is connected to a wall outlet.

« Checkiif there is a problem in the wall outlet by connecting other
products.

The TV turns off suddenly.

« (Check the power control settings. The power supply may be
interrupted.
« (Checkif the Sleep Timer / Timer Power Off is activated in the
TIMERS settings.
« (Check if the Auto Power Off is activated in the General - Eco
Mode settings. (Depending on model)
- Ifthere is no signal while the TV is on, the TV will turn off
automatically after 15 minutes of inactivity.
When connecting to the PC (HDMI), ‘No signal’ or‘Invalid Format'is
displayed.

« Turn the TV off/on using the remote control.
« Reconnect the HDMI cable.
« Restart the PCwith the TV on.
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Specifications

Wireless module specifications

« Asband channels can vary per country, the user cannot change or
adjust the operating frequency. This product is configured for the
regional frequency table.

- For consideration of the user, this device should be installed and
operated with a minimum distance of 20 cm between the device
and the body.

(Only UH60**, UH61*¥)

Wireless LAN (IEEE 802.11a/b/g/n)
Frequency range Output power(Max.)
2400 to 2483.5 MHz 16 dBm
5150 to 5250 MHz 16 dBm
5725 to 5850 MHz (Not for EU) 11.5dBm
Bluetooth
Frequency range Output power(Max.)
2400 to 2483.5 MHz 10 dBm

(Only UH63**, UH65**, UH75**, UH77**, UH85**, UH95**)

Wireless LAN (IEEE 802.11a/b/g/n/ac)
Frequency range Output power(Max.)
2400 to 2483.5 MHz 15.5dBm
5150 to 5725 MHz 17.5dBm
5725 to 5850 MHz (Not for EU) 8.0dBm
Bluetooth
Frequency range Output power(Max.)
2400 to 2483.5 MHz 10dBm

*“|EEEB02.11ac”is not available in all countries.



Cl Module Size' (W x Hx D) 100.0 mm x 55.0 mm x 5.0 mm
OpStEtNg 0°Cto40°C
Temperature
(I).Ipera.ltjl‘ng Less than 80 %
Environment umidity
condition
Storage -20°Cto60°C
Temperature
Storage 0
Humidity Less than 85 %
1 Only Satellite models.
Digital TV Analogue TV
(Depending on Country) | (Depending on Country)
PAL B/B, PAL B/G, PAL
Television DVB-T/T2! D/K, PAL-I
system DVB-T/T2/C/S/52? SECAM B/G, SECAM D/K
NTSC-M
Programme VHF, UHF,
coverage (-Band?, Ku-Band? VHF, UH, CATY
Maximum
number of DVB-T/T2 & Analogue TV : 3,000
storable DVB-5/52: 6,000
programmes
External
antenna 75Q
impedance

1 Only DVB-T2 support models. (Despite DVB-T2 model, DVB-T/T2
function does not apply in Philippines.)

2 Only DVB-T2/(/S2 support models.

« The energy information provided with the product is indicated in
accordance with the regulations of each country. (Depending on

country)

- The Energy consumption is measured in accordance with IEC

62087.

« Actual Energy consumption may vary depending on factors such as
the type of video content being played and TV settings.



Regulatory

WARNING!

Never place a television set in an unstable location. A television set may fall, causing serious personal injury or death. Many injuries, particularly to
children, can be avoided by taking simple precautions such as:

« Using cabinets or stands recommended by the manufacturer of the television set.
« Only using furniture that can safely support the television set.
- Ensuring the television set is not overhanging the edge of the supporting furniture.
« Not placing the television set on tall furniture (for example, cupboards or bookcases) without anchoring both the furniture and the television
set to a suitable support.
« Not placing the television set on cloth or other materials that may be located between the television set and supporting furniture.
- Educating children about the dangers of climbing on furniture to reach the television set or its controls.
If your existing television set is being retained and relocated, the same considerations as above should be applied.

Symbols

N~ Refers to alternating current(AC).

== Refers to direct current(DC).

IE Refers to class Il equipment.
d) Refers to stand-by.

| Refer to“ON" (power).

5 Refers to dangerous voltage.
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@ LG

Life's Good
For any Suggestion, Opinion,
Complaints, Please Call
800 54 in UAE
0800 545454 in South Africa
Record the model number and serial number of the TV. 080 100 5454 in Morocco
Refer to the label on the back cover and quote this 19960 in Eqypt
information to your dealer when requiring any service. 021 36 54 54 in Algeria
MODEL Other countries, Please contact our

local dealer or log into
SERIAL http://www.lg.com




@ LG

Life's Good

OWNER’'S MANUAL

EXTERNAL CONTROL
DEVICE SETUP

Please read this manual carefully before operating the set and retain it for
future reference.

www.lg.com



2 KEY CODES

KEY CODES

m
E + This feature is not available for all models.
- Code . Code .

(Hexa) Function Note (Hexa) Function Note
00 CH +, PR + R/C Button 53 List R/C Button
01 CH-, PR - R/C Button 5B |Exit R/C Button
02 Volume + R/C Button 60 PIP(AD) R/C Button
03 Volume - R/C Button 61 Blue R/C Button
06 > (Arrow Key / Right Key) | R/C Button 63 Yellow R/C Button
07 < (Arrow Key / Left Key) R/C Button 71 Green R/C Button
08 Power R/C Button 72 Red R/C Button
09 Mute R/C Button 79 Ratio / Aspect Ratio R/C Button
0B Input R/C Button 91 AD (Audio Description) R/C Button
OE |SLEEP R/C Button 9E |LIVE MENU R/C Button
OF [TV, TV/RAD R/C Button 7A | User Guide R/C Button

10-19 |* Number Key 0 -9 R/C Button 7C Smart / Home R/C Button
1A | Q.View / Flashback R/C Button 7E | SIMPLINK R/C Button
1E FAV (Favorite Channel) R/C Button 8E » » (Forward) R/C Button
20 Text (Teletext) R/C Button 8F < « (Rewind) R/C Button
21 T. Opt (Teletext Option) R/C Button AA |Info R/C Button
28 Return (BACK) R/C Button AB Program Guide R/C Button
30 AV (Audio / Video) Mode R/C Button BO » (Play) R/C Button
39 Caption/Subtitle R/C Button B1 M (Stop / File List) R/C Button
40 A (Arrow Key / Cursor Up) | R/C Button B5 RECENT R/C Button
a1 |V g*g;‘l’:‘)’ Key / Cursor R/C Button ga |1 (PFarS:;* I'SlowPlay /| g/c Button
42 My Apps R/C Button BB Soccer R/C Button
43 Menu / Settings R/C Button BD ® (REC) R/C Button
44 OK/ Enter R/C Button DC |3D R/C Button
45 Q.Menu R/C Button 99 AutoConfig R/C Button
4C  |List, - (ATSC Only) R/C Button 9F |App/* R/C Button
4D |PICTURE R/C Button 9B |TV/PC R/C Button
52 SOUND R/C Button

* Key code 4C (0x4C) is available on ATSC/ISDB models which use major/minor channel.
(For South Korea, Japan, North America, Latin America except Colombia models)



EXTERNAL CONTROL DEVICE SETUP 3

EXTERNAL CONTROL DEVICE SETUP

* Image shown may differ from your TV.

Connect the USB to Serial converter/RS-232C input jack to an external control device (such as a computer
or an A/V control system) to control the product’s functions externally.

Note: The type of control port on the TV can be different between model series.

* Please be advised that not all models support this type of connectivity.
* Cable is not provided.

USB to Serial converter with USB Cable
USB Type

USB IN
-
=

=] 7]

* LGTV supports PL2303 chip-based (Vendor ID : 0x0557, Product ID : 0x2008) USB to serial converter
which is not made nor provided by LG.
* It can be purchased from computer stores that carry accessories for IT support professionals.

RS-232C With RS232C Cable

DE9 (D-Sub 9pin) Type
* You need to purchase the RS-232C (DE9, D-Sub 9pin female-to-female type) to RS-232C cable required
for the connection between the PC and the TV, which is specified in the manual.

RS-232C IN
(CONTROL & SERVICE)
"‘\ —n) g (TV)

The connection interface may differ from your TV.
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4  EXTERNAL CONTROL DEVICE SETUP

Phone jack Type

* You need to purchase the phone-jack to RS-232 cable required for the connection between the PC and
the TV, which is specified in the manual.

* For other models, connect to the USB port.
* The connection interface may differ from your TV.

-or

L\

(PC) (IE— \j

Customer Computer

1 — —5
Ceoo e
SIWANAY S
6 — —9
RS-232C
(Serial port)

Set ID

3—{_\
, |

—

3—1\_\
]

SERVICE ONLY
—_
=
<
N

RS-232C IN

(TV)

(CONTROL & SERVICE)

RS-232C configurations
3-Wire Configurations(Not standard)

RXD

TXD
GND

RXD
TXD
GND

For Set ID number, see "Real Data Mapping" on p. 6

a b WON -

* (Depending on model)

. Press SETTINGS to access the main menus.
. Press the Navigation buttons to scroll to (*General — About this TV or OPTION) and press OK.
. Press the Navigation buttons to scroll to SET ID and press OK.
. Scroll left or right to select a set ID number and select CLOSE. The adjustment range is 1-99.
. When you are finished, press EXIT.

PC TV
2. ° 2
3e ° 1
5e ° 3

OR
3 e 2
2 e ° 1
5e 3
D-Sub 9 Phone

TXD

RXD
GND

TXD
RXD
GND
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Communication Parameters

» Baud rate : 9600 bps (UART)
» Data length : 8 bits
 Parity : None

Command reference list

(Depending on model)

» Stop bit: 1

bit

» Communication code : ASCII code
» Use a crossed (reverse) cable.

COMMAND1 | COMMAND2 DATA COMMAND1 | COMMAND2 DATA.
(Hexadecimal) (Hexadecimal)
01. Power* |k a 00 to 01 15. Balance |k t 00 to 64
16. Color
02. Aspect | c ®.7) (Colour)  |x u 00 to 64
Ratio
Temperature
17.1SM
m-gcreen k d ®.7) Method (Only| j b (0. 8)
Plasma TV)
04. Volume . .
Mute k e 00 to 01 18. Equalizer | j v (p- 8)
05. Volume f 00 to 64 19. Energy q 00 to 05
Control Saving
20. Tune
06. Contrast |k g 00 to 64 Command a (p-9)
07 21. Channel |m b 00 to 01
Bri- htness k h 00 to 64 (Programme)
9 Add/Del(Skip)
08. Color/ i 00 to 64 22. Key m c Key Codes
Colour
23. Control | m g 00 to 64
) . Backlight,
09. Tint k j 00 to 64 Control Panel
Light
10. 24. Input X b (p. 11)
Sharpness K k 00to 32 select (Main)
11. OSD 25. 3D (Only | x t (p. 11)
Select K I 0010 01 3D models)
12. Remote 26. Extended | x v (p. 11)
Control Lock | k m 00 to 01 3D (Only 3D
Mode models)
27. Auto j u (p. 12)
13. Treble k r 00 to 64 Configure
14. Bass k s 00 to 64

* Note: During playing or recording media, all commands except Power (ka) and Key (mc) are not
executed and treated as NG.
With RS232C cable, TV can communicate "ka command" in power-on or power-off status. but with
USB-to-Serial converter cable, the command works only if TV is on.
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6 EXTERNAL CONTROL DEVICE SETUP

Transmission / Receiving Protocol

Transmission

[Command1][Command2][ ][Set ID][ ][Data][Cr]

[Command 1] : First command to control the TV. (j, k, m or x)

[Command 2] : Second command to control the TV.

[Set ID] . You can adjust the [Set ID] to choose desired monitor ID number in option menu.
Adjustment range in TV is 1 to 99. If [Set ID] value is selected to ‘0’, every connected set
can be controlled.

* [Set ID] is indicated as decimal (1 to 99) on menu and as Hexadecimal (0x00 to 0x63) on
transmission/receiving protocol.

[DATA] : To transmit command data (hexadecimal). Transmit ‘FF’ data to read status of command.
[Cr] : Carriage Return - ASCII code ‘0x0D’

[ 1] : Space — ASCII code ‘0x20’

OK Acknowledgement

[Command2][ ][Set ID][ ][OK][Data][x]

* The set transmits ACK (acknowledgement) based on this format when receiving normal data. At this time,
if the data is data read mode, it indicates present status data. If the data is data write mode, it returns the
data of the PC computer.

Error Acknowledgement
[Command2][ ][Set ID][ ]ING][Data][x]

* The set transmits ACK (acknowledgement) based on this format when receiving abnormal data from
non-viable functions or communication errors.

Data 00: lllegal Code

Real data mapping (Hexadecimal b Decimal)

* When you enter the [data] in hexadecimal, refer to following conversion table.
* Channel Tune (ma) Command uses two-byte hexadecimal value([data]) to select channel number.

00:Step 0 32 : Step 50 (Set ID 50) FE : Step 254
01:Step 1 (SetID 1) 33 : Step 51 (Set ID 51) FF : Step 255

OA: Step 10 (Set ID 10) 63 : Step 99 (Set ID 99) 01 00 : Step 256

OF : Step 15 (Set ID 15) C7 : Step 199 27 OE : Step 9998
10 : Step 16 (Set ID 16) C8 : Step 200 27 OF : Step 9999
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* Commands may work differently depending on model and signal.

01. Power (Command: k a)
» To control Power *On or Off of the set.

Transmission[k][a][ ][Set ID][ ][Data][Cr]

Data 00 : Power Off 01 : *Power On

Ack [a][ ][Set ID][ [OK/NG][Data][x]

» To Show TV is Power On or *Off
Transmission [K][a][ ][Set ID][ [FF][Cr]
Ack [a][ ][Set ID][ ][OK][Data][x]

* Similarly, if other functions transmit ‘FF’ data

based on this format, Acknowledgement feedback
presents status about each function.

02. Aspect Ratio (Command: k c)
(Main Picture Size)
» To adjust the screen format. (Main picture format)

You can also adjust the screen format using the
Aspect Ratio in the Q.MENU. or PICTURE menu.

Transmission [K][c][ ][Set ID][ ][Data][Cr]

Data 01 : Normal screen 07 : 14:9
(4:3) (Europe, Colombia, Mid-East,
02 : Wide screen Asia except South Korea and

(16:9) Japan)
04 : Zoom 09 : * Just Scan
05:Zoom 2 0B : Full Wide

(Latin America (Europe, Colombia, Mid-

except Colombia East, Asia except South

Only) Korea and Japan)

06 : Set by Program/ 10 to 1F : Cinema Zoom 1 to 16
Original Oc : 21:9 (Depending on model)

Ack [c][ ][Set ID][ [OK/NG][Data][x]

* Using the PC input, you select either 16:9 or 4:3
screen aspect ratio.

* In DTV/HDMI/Component mode (high-definition),
Just Scan is available.

Full wide mode may work differently based on
model and is supported for DTV fully, and ATV,
AV partially.

03. Screen Mute (Command: k d)
» To select screen mute on/off.

Transmission [K][d][ ][Set ID][ J[Data][Cr]

Data 00 : Screen mute off (Picture on)
Video mute off

01 : Screen mute on (Picture off)
10 : Video mute on

Ack [d][ ][Set ID][ JIOK/NG][Data][x]
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* In case of video mute on only, TV will display On
Screen Display(OSD). But, in case of Screen mute
on, TV will not display OSD.

04.Volume Mute (Command: k e)

» To control volume mute on/off.
You can also adjust mute using the MUTE button
on remote control.

Transmission [k][e][ 1[Set ID][ ][Data][Cr]

Data 00 : Volume mute on (Volume off)
01 : Volume mute off (Volume on)

Ack [e][ ][Set ID][ ]JOK/NG][Data][x]

05. Volume Control (Command: k f)

» To adjust volume.
You can also adjust volume with the volume
buttons on remote control.

Transmission [K][f][ ][Set ID][ ][Data][Cr]
Data Min : 00 to Max : 64
Ack [f][ ][Set ID][ JOK/NG][Data][x]

06. Contrast (Command: k g)

» To adjust screen contrast.
You can also adjust contrast in the PICTURE
menu.

Transmission [K][g][ ][Set ID][ ][Data][Cr]

Data Min : 00 to Max : 64
Ack [g][ ][Set ID][ [OK/NG][Data][x]

07. Brightness (Command: k h)

» To adjust screen brightness.
You can also adjust brightness in the PICTURE
menu.

Transmission [K][h][ ][Set ID][ J[Data][Cr]

Data Min : 00 to Max : 64
Ack [h][ ][Set ID][ [OK/NG][Data][x]

08. Color/Colour (Command: k i)

» To adjust the screen Color(Colour).
You can also adjust colour in the PICTURE menu.

Transmission [K][i][ ][Set ID][ ][Data][Cr]
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8 EXTERNAL CONTROL DEVICE SETUP

Data Min : 00 to Max : 64
Ack [i][ ][Set ID][ ]IOK/NG][Data][x]

09. Tint (Command: k j)

» To adjust the screen tint.
You can also adjust tint in the PICTURE menu.

Transmission [K][j][ ][Set ID][ ][Data][Cr]
Data Red : 00 to Green : 64
Ack [j][ 1[Set ID][ ][OK/NG][Data][x]

10. Sharpness (Command: k k)

» To adjust the screen sharpness.
You can also adjust sharpness in the PICTURE
menu.

Transmission [K][K][ ][Set ID][ ][Data][Cr]

Data Min : 00 to Max : 32
Ack [K][ ][Set ID][ ]IOK/NG][Data][x]

11. OSD Select (Command: k I)

» To select OSD (On Screen Display) on/off when
controlling remotely.

Transmission [K][I][ ][Set ID][ ][Data][Cr]

Data 00 : OSD off 01:0SDon

Ack [I][ ][Set ID][ JIOK/NG][Data][x]

12. Remote control lock mode (Command: k m)

» To lock the front panel controls on the monitor and
remote control.

Transmission [K][m][ 1[Set ID][ ][Data][Cr]

Data 00 : Lock off 01 : Lock on

Ack [m][ ][Set ID][ [OK/NG][Data][x]

* If you are not using the remote control, use this
mode.
When main power is off & on (plug-off and plug-in,
after 20 - 30 seconds), external control lock is
released.

In the standby mode (DC off by off timer or ‘ka’,
‘mc’ command), and if key lock is on, TV will not
turn on by power on key of IR & Local Key.

13. Treble (Command: kr)

» To adjust treble.
You can also adjust in the AUDIO menu.

Transmission [K][r][ 1[Set ID][ ][Data][Cr]
Data Min : 00 to Max : 64

Ack [r][ ][Set ID][ ][OK/NG][Data][x]

* (Depending on model)

14. Bass (Command: k s)

» To adjust Bass.
You can also adjust in the AUDIO menu.

Transmission [k][s][ ][Set ID][ ][Data][Cr]
Data Min : 00 to Max : 64

Ack [s][ ][Set ID][ JJOK/NG][Data][x]

* (Depending on model)

15. Balance (Command: k t)

» To adjust balance.
You can also adjust balance in the AUDIO menu.

Transmission [K][t][ ][Set ID][ ][Data][Cr]
Data Min : 00 to Max : 64
Ack [t][ ][Set ID][ ]]OK/NG][Data][x]

16. Color(Colour) Temperature (Command: x u)

» To adjust colour temperature. You can also adjust
Color(Colour) Temperature in the PICTURE menu.

Transmission [x][u][ ][Set ID][ ][Data][Cr]
Data Min : 00 to Max : 64
Ack [u][ ][Set ID][ [OK/NG][Data][x]

17.1SM Method (Command: j p) (Only Plasma TV)

» To control the ISM method. You can also adjust
ISM Method in OPTION menu.

Transmission [j][p][ 1[Set ID][ ][Data][Cr]

Data Min : 02: Orbiter
08: Normal
20: Color(Colour) Wash

Ack [p][ I[Set ID][ [OK/NG][Data][x]

18. Equalizer (Command : j v)

» Adjust EQ of the set.
Transmission [j][v][ ][Set ID][ ][Data][Cr]

MSB LSB
[oJolo ool ool o]
{ | J U | J

Frequency Data
7|6 |5 |Frequency | 4 3|2 |10 Step
0[O0 |0 1stBand [ O | O 0(decimal)
O|0|1|2ndBand [0 |0 | O |0]| 1| 1(decimal)
01| 0] 3rdBand
0|11 4hBand |1 |00 [1]1 19(decimal)
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’1‘0‘0’5th3and‘1’0‘1‘0‘1‘20(decima|)

Acknowledgement [v][ ][Set ID][ ][OK/NG][Data][x]

* It depends on model, and can adjust when sound
mode is EQ adjustable value.

19. Energy Saving (Command: j q)
» To reduce the power consumption of the TV. You

can also adjust Energy Saving in PICTURE menu.

Transmission [j][q][ ][Set ID][ ][Data][Cr]

Data
00 : Off
01 : Minimum
02 : Medium
03 : Maximum
04 : Auto (For LCD TV/LED TV)/
Intelligent sensor (For PDP TV)
05 : Screen off

* (Depending on model)
Ack [q][ ][Set ID][ ]JOK/NG][Data][x]

20. Tune Command (Command: m a)

* This command may work differently depending on
model and signal.

» For Europe, Mid-East, Colombia, Asia except
South Korea and Japan Model

» Select channel to following physical number.

Transmission [m][a][ ][Set ID][ ][Data 00][ ]
[Data 01][ ][Data 02][Cr]

* Analog Antenna/Cable

[Data 00][Data 01] Channel Data
Data 00 : High byte channel data
Data 01 : Low byte channel data

- 00 00 ~ 00 C7 (Decimal : 0 ~ 199)

Data 02 : Input Source (Analog)
- 00 : Antenna TV (ATV)
- 80 : Cable TV (CATV)

* Digital Antenna/Cable/Satellite

[Data 00][Data 01]: Channel Data
Data 00 : High Channel data
Data 01 : Low Channel data
- 00 00 ~ 27 OF (Decimal: 0 ~ 9999)

Data 02 : Input Source (Digital)
-10 : Antenna TV (DTV)
- 20 : Antenna Radio (Radio)
- 40 : Satellite TV (SDTV)
- 50 : Satellite Radio (S-Radio)
-90: Cable TV (CADTV)
- a0 : Cable Radio (CA-Radio)

* Tune Command Examples:
1. Tune to the Analog antenna (PAL) Channel 10.

Set ID = All =00

Data 00 & 01 = Channel Data is 10 = 00 Oa
Data 02 = Analog Antenna TV = 00

Result = ma 00 00 0a 00
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2. Tune to the digital antenna (DVB-T) Channel 01.
Set ID =All =00
Data 00 & 01 = Channel Data is 1 = 00 01
Data 02 = Digital Antenna TV = 10
Result = ma 00 00 01 10

3. Tune to the satellite (DVB-S) Channel 1000.
Set ID = All =00
Data 00 & 01 = Channel Data is 1000 = 03 E8
Data 02 = Digital Satellite TV =40
Result = ma 00 03 E8 40

Ack [a][ ][Set ID][ J[OK][Data 00][Data 01]
[Data 02][x][a][ ][Set ID][ [NG][Data 00][x]

» For South Korea, North/Latin America except
Colombia Model

» To tune channel to following physical/major/minor
number.

Transmission [m][a][ ][0][ ][Data00][ ][Data01]
[ ][Data02][ ][Data03][ ][Data04][ ][Data05][Cr]

Digital channels have a Physical, Major, and Minor
channel number. The Physical number is the actual
digital channel number, the Major is the number that
the channel should be mapped to, and the Minor is
the sub-channel. Since the ATSC tuner automatically
maps the channel from the Major / Minor number,
the Physical number is not required when sending a
command in Digital.

* Analog Antenna/Cable

Data 00 : Physical Channel Number
- Antenna (ATV) : 02~45 (Decimal: 2 ~ 69)
- Cable (CATV) : 01, OE~7D (Decimal : 1, 14~125)

[Data 01 ~ 04]: Major/Minor Channel Number
Data 01 & 02: xx (Don't care)
Data 03 & 04: xx (Don't care)
Data 05: Input Source (Analog)
- 00 : Antenna TV (ATV)
- 01: Cable TV (CATV)

* Digital Antenna/Cable
Data 00 : xx (Don't care)

[Data 01][Data 02]: Major Channel Number
Data 01 : High byte Channel Data
Data 02 : Low byte Channel Data

- 00 01 ~ 27 OF (Decimal: 1 ~ 9999)
[Data 03][Data 04]: Minor Channel Number
Data 03 : High byte Channel Data
Data 04 : Low byte Channel Data

Data 05 : Input Source (Digital)
- 02 : Antenna TV (DTV) — Use Physical Channel
Number
- 06 : Cable TV (CADTV) — Use Physical Channel
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10 EXTERNAL CONTROL DEVICE SETUP

Number
- 22 : Antenna TV (DTV) — Don’t Use Physical
Channel Number
- 26 : Cable TV (CADTV) - Don’t Use Physical
Channel Number
- 46 : Cable TV (CADTV) — Use Physical/Major
Channel Number Only (One Part Channel)
- 66 : Cable TV (CADTV) — Use Major Channel
Number Only (One Part Channel)
Two bytes are available for each major and minor
channel data, but usually the low byte is used alone
(high byte is 0).

* Tune Command Examples:
1. Tune to the Analog cable (NTSC) channel 35.
Set ID = All =00
Data 00 = Channel Data is 35 = 23
Data 01 & 02 = No Major = 00 00
Data 03 & 04 = No Minor = 00 00
Data 05 = Analog Cable TV = 01
Total = ma 00 23 00 00 00 00 01

2. Tune to the digital antenna (ATSC) channel 30-3.
Set ID = All = 00
Data 00 = Don’t know Physical = 00
Data 01 & 02 = Major is 30 = 00 1E
Data 03 & 04 = Minor is 3 = 00 03
Data 05 = Digital Antenna TV = 22
Total = ma 00 00 00 1E 00 03 22

Ack [a][ ][Set ID][ ][OK][Data 00][Data 01]
[Data 02][Data 03][Data 04][Data 05]
[X][al[ 1[Set ID][ ]ING][Data 00][x]

* For Japan Model
» To tune channel to following physical/major/minor
number.

Transmission [m][a][ ][0][ ][Data00][ ][Data01]
[ ][Data02][ ][Data03][ ][Data04][ ][Data05][Cr]

* Digital Antenna/Satellite
Data 00: xx (Don't care)

[Data 01][Data 02]: Major Channel Number
Data 01: High byte Channel Data
Data 02: Low byte Channel Data

- 00 01 ~ 27 OF (Decimal: 1 ~ 9999)

[Data 03][Data 04]: Minor/Branch Channel Number
(Don’t care in Satellite)

Data 03: High byte Channel Data

Data 04: Low byte Channel Data

Data 05 : Input Source (Digital/Satellite for Japan)
-02:Antenna TV (DTV)
- 07 : BS (Broadcasting Satellite)
- 08 : CS1 (Communication Satellite 1)
- 09 : CS2 (Communication Satellite 2)

* Tune Command Examples:
1 Tune to the digital antenna (ISDB-T) channel 17-1.
Set ID = All =00
Data 00 = Don’t know Physical = 00
Data 01 & 02 = Majoris 17 = 00 11
Data 03 & 04 = Minor/Branch is 1 = 00 01

Data 05 = Digital Antenna TV = 02
Total = ma 00 00 00 11 00 01 02

2.Tune to the BS (ISDB-BS) channel 30.
Set ID = All =00
Data 00 = Don’t know Physical = 00
Data 01 & 02 = Major is 30 = 00 1E
Data 03 & 04 = Don’t Care = 00 00
Data 05 = Digital BS TV = 07
Total = ma 00 00 00 1E 00 00 07

This feature is varied based on the model.

Ack [a][ ][Set ID][ ][OK][Data 00][Data 01]
[Data 02][Data 03][Data 04][Data 05]
[X][al[ 1[Set ID][ ]ING][Data 00][x]

21. Channel(Programme) Add/Del(Skip)
(Command: m b)

» To skip current channel(programme) for next time.
Transmission [m][b][ ][Set ID][ ][Data][Cr]

Data 00 : Del(ATSC,ISDB)/Skip(DVB) 01 : Add
Ack [b][ J[Set ID][ JIOK/NG][Data][x]

* Set the saved channel status to del(ATSC, ISDB)/
skip(DVB) or add.

22.Key (Command: m c)
» To send IR remote key code.

Transmission [m][c][ ][Set ID][ ][Data][Cr]

Data Key code - p. 2.

Ack [c][ ][Set ID][ [OK/NG][Data][x]

23. Control Backlight (Command: m g)

* ForLCDTV/LED TV
» To control the backlight.

Transmission [m][g][ ][Set ID][ ][Data][Cr]
Data Min : 00 to Max : 64
Ack [g][ l[Set ID][ JJOK/NG][Data][x]
Control Panel Light (Command: m g)

» For Plasma TV
» To control the panel light.

Transmission [m][g][ ][Set ID][ ][Data][Cr]
Data Min : 00 to Max : 64
Ack [g][ ][Set ID][ ][OK/NG][Data][x]
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24. Input select (Command: x b)
(Main Picture Input)

» To select input source for main picture.
Transmission [x][b][ ][Set ID][ ][Data][Cr]

Data
00: DTV 01: CADTV
02 : Satellite DTV 10 : ATV
ISDB-BS (Japan)
03 : ISDB-CS1 (Japan)
04 : ISDB-CS2 (Japan)

11 : CATV

20 : AV or AV1 21:AV2

40 : Component1 41 : Component2
60 : RGB

90 : HDMI1 91 : HDMI2

92 : HDMI3 93 : HDMI4

Ack [b][ ][Set ID][ ]JOK/NG][Data][x]

* This function depends on model and signal.

25.3D(Command: x t) (only 3D models)
(Depending on model)

» To change 3D mode for TV.

Transmission [X][t][ ][Set ID][ ][Data 00][ ][Data 01]

[ ][Data 02][ ][Data 03][Cr]
* (Depending on model)
Data Structure
[Data 00] 00 : 3D On
01 : 3D Off
02:3Dto2D
03:2D to 3D
[Data 01] 00 : Top and Bottom
01 : Side by Side
02 : Check Board
03 : Frame Sequential
04 : Column interleaving
05 : Row interleaving
[Data 02] 00 : Right to Left
01 : Left to Right
[Data 03] 3D Effect(3D Depth): Min : 00 - Max : 14
(*transmit by Hexadecimal code)
* [Data 02], [Data 03] functions depend on model
and signal.
* |If [Data 00] is 00 (3D On), [Data 03] has no
meaning.
* If [Data 00] is 01 (3D off) or 02 (3D to 2D), [Data
01], [Data 02] and [Data 03] have no meaning.
* |If [Data 00] is 03 (2D to 3D), [Data 01] and
[Data 02] have no meaning.
* If [Data 00] is 00 (3D On) or 03 (2D to 3D), [Data
03] works when 3D Mode (Genre) is manual only.

* All 3D pattern options ([Data 01]) may not be
available according to broadcasting/video signal.

| [Data00] | [Data01] | [Data02] | [Data 03] |

00 o) o} o)

01 X X X m
4

02 X X X )
@

03 X o) o) @
I

X :don't care

Ack [t][ ][Set ID][ ][OK][Data00][Data01][Data02]
[Data03][x]
[tI[ I[Set ID][ ING][Data00][x]

26. Extended 3D(Command: x v) (only 3D models)
(Depending on model)

» To change 3D option for TV.

Transmission [x][V][ ][Set ID][ ][Data 00][ ]
[Data 01][Cr]

[Data 00] 3D option
00 : 3D Picture Correction
01 : 3D Depth (3D Mode is Manual Only)
02 : 3D Viewpoint
06 : 3D Color Correction
07 : 3D Sound Zooming
08 : Normal Image View
09 : 3D Mode (Genre)

[Data 01] It has own range for each 3D option
determined by [Data 00].
1) When [Data 00] is 00
00 : Right to Left
01 : Left to Right

2) When [Data 00] is 01, 02
Data Min: 0 - Max: 14 (*transmit by Hexadecimal
code)
Data value range(0 - 20) converts Viewpoint range
(-10 - +10) automatically (Depending on model)
* This option works when 3D Mode (Genre) is manual
only.

3) When [Data 00] is 06, 07
00 : Off
01:0n

4) When [Data 00] is 08
00 : Revert to 3D video from 3D-to-2D
converted 2D video
01 : Change 3D video to 2D video, except
2D-to-3D video
* If conversion condition doesn’t meet, command is
treated as NG.

5) When [Data 00] is 09

00 : Standard 01 : Sport
02 : Cinema 03 : Extreme
04 : Manual 05 : Auto

Ack [v][ I[Set ID][ J[OK][Data00][Data01](x]
[v][ J[Set ID][ [ING][Data00][x]
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27. Auto Configure (Command: j u)
(Depending on model)

» To adjust picture position and minimize image
shaking automatically. It works only in RGB (PC)
mode.

Transmission [j][u][ ][Set ID][ ][Data][Cr]

Data 01 : Run Auto Configure
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Ack [u][ ][Set ID][ J[OK/NG][Data][x]





