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220V~ 50Hz
1400W
1600W

5.3Kg
1.5L
272mm x 414mm x 290mm
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Dust Capacity: 1.5L

VC6116*H***
220V~ 50Hz

1400W
1600W

5.3Kg

272mm x 414mm x 290mm
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This appliance complies with the 
following GB Directives:
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Cord winding

Flexible Hose

Control button

Telescopic tube

Button
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Push the button

Upholster nozzle Dusting brush

Upholstery nozzle mode

Nozzle, Crevice can be used for cleaning the place hard to reach.

Dussting brush mode

Nozzle, Crevice

Nozzle, Crevice

Using Dust Brush & Upholstery Nozzle 
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The vibrator may break down due to the cleansing of the inhaler with water.

If the dust settles in the 
box while cleaning, press
the button 2 or 3 times. 
(It will remove most of 
the dust.)

Separate the bottom plate 
by pressing the buttons in 
the back.

Arrange the vibrator in order. Insert the joining spiral into 
the groove.

Clean the dirty body of the 
inhaler carefully with a cloth.

Wash the separated bottom 
plate and dry it in the shade.

Attach the bottom plate 
properly by pressing down.

After the cleaning, if 
there are lots of dusts 
in the box, separate the 
box from the inhaler by 
turning it anticlockwise.

Empty the box. Aim at the Spiral, Fix the box 
into the inhaler by turning it 
clockwise.

Spiral

Pressing 
buttons

Vibrator
Joining spiral

Joining groove

1 2

6

9 10

7

3 4

5

8

How to clean the inhaler of the bed cleaner

Using and cleaning the Sani Punch
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How to separate or empty the dust box

Empty the separator.

Uncover by pressing the button.

Check if the dust has settled in the dust separator. Separate the cover by holding its handle.

Remove the dust from the small holes in the 
cover of the separator.

Detach the dust box by holding its handle. Empty the dust box.

Warning: Empty the box when the dust settles up to the MAX line.
Too much dust beyond this line may reduce the inhaling power

Warning:  Check the inside of the dust separator when cleaning the dust box.
Clean the inside of the dust separator, because too much foreign substance such as waste 

                    paper or plastic in the dust separator may reduce the inhaling power

How to empty the dust separator

Dust box should be cleaned at least once  per 3 months.

Dust separator should be cleaned at least  once  per 3 months.

Button
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CleaningCleaning

1 2

How to clean and assemble the dust 
box and separator

Cleanse the dust box, separator and its
cover with running water.

Attach the cover by inserting the spiral in the
cover into the groove.

3 Attach the assembled dust box to the body of
the cleaner.

Warning: If you move the cleaner by holding the carrying handle with the cover not fully closed, the cover
        may open, causing damage to the parts and the dust box. So check if the cover has been properly
        closed.

                If you use the cleaner without assembling the cover of the dust separator, it will increase the noise
             and reduce the inhaling power when cleaning. So check the assembling once again.

Assemble the dust separator and box.

2 Cover the cleaner by holding the carrying
handle of the body.

Dry them in the well-ventilated shade for
a day before using.

AssemblingAssembling
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Button
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The exhaust filter should be cleaned at least once half a year.
Allow exhaust filter to dry in a shaded location for a dry.

Cleansing

1

How to separate, clean and assemble 
exhaust filter

Disassembling

Cover button of the exhaust filter

Cover of the 
exhaust filter

Exhaust filter button
Exhaust filter

Shake off the exhaust filter. 2 Insert the exhaust filter and join the cover 
properly until you hear the click of the button.

Assembling

Cord winding button

The cord winds up when you press the button.
Insert the spiral of the inhaler into the groove in the back or at the bottom of the body.

How to keep the cleaner after using
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You won't be happy to waste money by calling for service when there is no trouble with the cleaner.
Here is good advice to follow for trouble shooting before calling for service. Read the instructions 
carefully, and you can remove the trouble by yourself.

Check if the control button of the inhaling power 
has been put to “MAX”.

Clean the protection filter of the motor.

Uncover the body by pressing 
the button of the cover.

Detach the protection filter of the motor 
from the body after disassembling the 
dust box.

If inhaling is 
not well done?

Stage 1

Disassembling

Cleansing (with cold water)

1

Cleanse it with running water.1 Remove the water completely.2 Dry it in the well-ventilated 
shade for a day before 
using.

3

2

Separate the filter from the cover by 
holding the handle of the case.

Detach the protection filter of the motor.3 4

Check before reporting the trouble

Stage 2

26
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The main nozzle head shall be used for cleaning the carpet. 
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