


WELCOME TO GOLDSTAR

Thank you for buying this GoldStar video cassette recorder Model P43HW.

Before using your video recorder you need to be familiar with the names of some of the buttons on the remote
control handset (see OPERATING THE VIDEO RECORDER, pages 5 to 7), and you need to set up the video
recorder so that it can receive the TV stations in your area and so that your TV set can receive pictures from it (see

pages 11 to 12).
Features

e HQ (High Quality) picture enhancement system that
improves picture sharpness and detail

e Centre tape mechanism for high quality pictures

e Full function infra-red remote control handset

e Programmable 40 channel memory with voltage

synthesised tuner

ACMS (Automatic Channel Memory System) - the

channels will be preset and memorized automatically

8 event/1 month programmable timer

Double speed playback

Auto Power on and Play

Automatic Rewind

LP - Long Play - recording and playback

Self diagnosis function

Shuttle Controls

Logic & Jet Search

VISS - VHS Index Search System

Child Lock

Auto Head Cleaner

Fine still, Frame advance & Variable Slow functions
Real Time Counter & Remaining tape time display
Quick Start function

Digital Auto Tracking System

NTSC playback function

PAL B/G, SECAM D/K Dual System

INSTALLATION

Power

This Video Recorder operates on a mains supply of
100-240V~, 50 Hz.

Service

Never remove the cover of the video recorder. There are
no user serviceable parts inside. If it does not operate
properly, unplug it and contact your dealer.

Precautions

For safe operation and satisfactory performance of your
video recorder, keep the following in mind when
selecting a place for its installation.

e Shield it from direct sunlight and keep it away from

Moisture condensation

Under special conditions like moving your video recorder
from a cold to a warm room, moisture condensation can
build up on the head drum, one of the most crucial parts
of the video recorder. In order to prevent in such case
any damage to your video recorder HEAD DRUM,
connect the video recorder power cord to the AC line,
ﬁress the OPERATE button on and allow at least 2
ours for the video recorder to dry out.

CONDENSATION IS LIKELY TO OCCUR
WHEN:

e The video recorder is moved from a cold room to a
warm room or from outdoors to inside your home.
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OPERATING THE VIDEO RECORDER

The front of the Video Recorder

1 OPERATE BUTTON 1 20 2
To switch the video recorder on and off. | |

20 STOP/EJECT
To stop the tape, or gject it from the video
recorder (see p 17). ﬂ

21 VIDEO CASSETTE COMPARTMENT

When a cassette is inserted loading is \l l
completed automatically.
NOTE: Power is turned on automatically
when a video cassette is loaded. If the
cassette has the record tab removed, the
video will automatically begin to play the 24
tape.

22 REMOTE CONTROL SENSOR
To receive the signals from the remote
control handset.

14 REC/QSR
5 PLAY (x2)
7 P/STILL

13 FAST FORWARD/CUE
4 REWIND/REVIEW

23 CHANNEL PROGRAMME SELECTORS
(+/-)
Allows you to scan through memorized
channels.

24 MULTI FUNCTION DISPLAY
Display of time, tape counter, tape
remaining or other information about the
status of the video recorder.

The back of the Video Recorder

25 MAINS LEAD

26 AUDIONVIDEO
To connect the video recorder to your TV 25 2% 27 28 29 30
set or to another video recorder (see p 29).
For recording from AUDIO/VIDEO select |
"AV" with the "AV" button (see p 20).

27 SYSTEM SELECT SWITCH (K & G)




INSTALLING YOUR VIDEO RECORDER

Important !

BEFORE YOU USE YOUR VIDEO RECORDER YOU
MUST:

1 Connect the video recorder to your TV aerial and TV set.
(described later on this page).

2 Set the tuner channels so that the video recorder can
receive TV signals (see p 11 to 12).
When this has been done, the setting up of the video
recorder is complete.

Connecting the video recorder to your TV

—’%i
AERIAL/RF CONNECTION
1 Disconnect the aerial from your TV set and plug it into the
socket marked "AERIAL" at the back of the video
recorder.
2 Use the coaxial cable supplied to connect the aerial
=0 terminal on your TV set to the socket marked "RF. OUT"
1) | at the back of the video recorder.
3 Plug the video recorder into a mains wall socket.
"%_—gﬁ

A/V CONNECTION

This video recorder and your TV set can also be connected
with a EURO SCART cable (AV cable) (obtainable from a TV
dealer). This connection ensures the highest picture/sound
quality.

















































OTHER FEATURES

Introduction

VIDEO RECORDER CHANNEL
FUNCTION PROGRAMME
STOP Pr-01

This video recorder has a number of other features which make
it easier and more convenient to use. Some of these are
described in this section of the manual. Later sections describe
the connection of the video recorder to other equipment.

The features described here are:

1

The On Screen Display of the time or tape remain or tape
counter, date, programme channel and operation mode of
the video recorder.

The Digital Tape Counter and Remaining Tape Time
indicator.

The Memory Stop facility that can be used during rewind
to stop the tape at a preset point.

The VISS (VHS Index Search System) to help you find
the beginning of each recording on a video tape easily
and quickly.

The tracking control that optimises the picture quality.

The Automatic Playback facility which plays back a tape,
rewinds and ejects it and switches off the video recorder.

Automatic Memory Power Shut Off when a video cassette
is rewound.

Automatic Switch Off when the TV station stops
broadcasting.

A Child Lock facility so that the video recorder can be
controlled only from the handset.

10

Video Programme System (VPS)

The Video Programme System (VPS) system ensures that the
TV programmes that you have programmed for timer recording
will be recorded exactily from their beginning to end, eve if the
actual broadcasting time differs from the scheduled time due to
delayed start, or if the programme is extended beyond its
scheduled time. Also, if a programme is interrupted, for
example, if a news flash is inserted, the recording will also be
interrupted automatically and resumed when the prorgramme


















SPECIFICATIONS

GENERAL

Power

Power consumption
Video recording system
Tape speed

Tape format

Maximum recording time
Rewind time
Dimensions (W xH x D)
Weight

Operating temperature
Operating humidity
Timer

VIDEO

Television system

Recording format
RF reception

RF OUT

Input level

Output level

Signal to noise ratio
RF modulator

AUDIO
Input level
Output level
Audio track

Audio frequency response
Audio signal to noise ratio

: 100-240V~, 50Hz.

: Approx. 20 watts

: Double azimuth 4 heads, helical scanning system

1 28.39 mm/sec (SP mode)/11.69mm/sec (LP mode)
: Tape width 1/2" (12.7 mm high density VHS tape)

: 4 hours in SP mode/8 hours in LP mode (with E-240 tape)
1 Approx. 150 sec. (with E-180 tape)

1 14.2" x3.5" x11.7" (360 x 88 x 297 mm)

1 9.7Ibs. (4.4 kg)

1 41°F-95°F (5°C-35°C)

: Less than 80 %

1 24 hours display type

: CCIR standard (625 lines, 50 fields)

PAL/SECAM colour signal

: PAL/MESECAM

: PAL/SECAM (B/G, D/K)
: PAL G/SECAM K

: VIDEO IN (Scart type)

1.0 Vp-p, 75 ohm, unbalanced

: VIDEO OUT (Scart type)

1.0 Vp-p, 75 ohm, unbalanced

: More than 43 dB
: UHF channels 30-40 (adjustable)

: AUDIO IN (Scart type)

0 dBm, more than 10 Kohm

: AUDIO OUT (Scart type)

0 dBm, less than 1 Kohm

: Mono track
: 100 Hz-10 kHz (-6/+3)
. More than 43 dB

% Desigh and specifications are subject to change without notice.



BEFORE CALLING FOR SERVICE ...

Please check to see if any problem which you may
have with your video recorder is described here before
taking it for service or calling a service engineer.

Problem Possible solution?

No mains power to the video recorder + |s the video recorder plugged into the mains?
+ |s the mains supply on and switched on?

TV programmes cannot be recorded « Can you get a picture on the TV screen?
If are not the aerial and RF lead connected?
« Are the TV channels properly tuned in?
« Has the safety tab been removed from the video
cassette to prevent recording?

A timer recording does not take place + |s OPERATE off?
(Is the Timer symbol showing in the display?)
» Were the recording start and end times set correctly?
+ Are the timer settings in the timer menu?
« Was the power interrupted after setting the timer?
If so the time setting will be erased and timer recordings
will not take place.

AUTO PLAY does not work + Has the safety tab been removed from the video cassette?
There is no picture on playback, or it is « Are the TV channels properly tuned in?
noisy and streaky + Try another video cassette.
+ Isthe TV set tuned to the RF output channel of the video
recorder?

« Try a different RF output channel on the video recorder.

» Are the TV channels properly tuned in?

« Can you minimise the noise bars to an acceptable level with
the "A.TRK" or " A and v " buttons?

The top of the playback picture is unstable « Is the video cassette damaged? Try another one.
« Adjust the horizontal hold control on you TV set.

Video cassettes cannot be inserted « |s the cassette compartment empty?
» Are you trying to insert the cassette the right way round?



