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* Please read this installation manual completely before installing the product.

* Installation work must be performed in accordance with the national wiring
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Safety Precautions

I Safety Precautions

To prevent injury to the user or other people and property damage, the following instructions

must be followed.

M Incorrect operation due to ignoring instruction will cause harm or damage. The seriousness is
classified by the following indications.

(A WARN I NG This symbol indicates the possibility of death or serious injury.
LA CAUTION This symbol indicates the possibility of injury or damage.

B Meanings of symbols used in this manual are as shown below.

O
. O

Be sure not to do.

Be sure to follow the instruction.

N R A B

e N
( AAWARNING )

H Operation

Do not operate or stop Ask for Product

the unit by inserting or equipment at the service
pulling out the power center or establishment
plug. certainly at the specialty

store.

Use standard parts.

« It will cause electric shock
or fire due to heat
generation.

e
A

N,

o= S\

o

« |t can cause an accident,
electric shock, explosion
or injury.

» Use of non standard parts

can cause electric shock,
explosion, injury,
breakdown.

Standard Parts
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Safety Precautions

While re-installing the
established product, notify
the service center or
establishment specialty

store.

« It can cause an accident,
electric shock, explosion,
injury.shock.

If water enters the product, turn the power
switch of the main body of appliance off.

+ After taking the power-plug out from the
socket, contact the service center.

Do not use the power cord
near Flammable gas or
combustibles, such as
gasoline, benzene, thinner,
etc.

+ It may cause an explosion
or fire

Do not disjoint randomly or
repair and remodel the
product.

« It may cause fire and
electric shock

Keep the product away from the places
which can have moisture.

» Water may enter the unit and degrade the
insulation. It may cause an electric shock.

H During usage

Do not change or extend the

conductor at random.

« It can cause fire and
electric shock.

Do not use concert with in
the octopus-like legs way.

« It can cause fire and
electric shock

O

\ﬁ.ﬂ

Unplug the unit if strange
sounds, smell, or smoke
comes from it.

* It may cause fire and
electric shock accident.

2
7l @

et
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Safety Precautions

Do not put firearms near Do not put an electric heater Do not spill water inside
product. or conductor near to the product.
product.
* It can cause fire. « It can cause fire and « It can cause electric
electric shock. shock and breakdown.

Do not place heavy goods Hold the plug by the head of Do not place heavy goods
on wire. the power plug when taking on product.
it out.
« It can cause fire and - It may cause electric « It can cause product
electric shock. shock and damage. breakdown.

S

-

That increase in case of Protect the product from Do not apply shock to
product was been flood handling by a children. product.

certainly in the service

center or establishment

specialty store commit .

* | am responsible for fire * It can cause accident and * | am responsible for
and electric shock. product breakdown. breakdown in case of
shock to product.

N

?

~—

.
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Safety Precautions

s N
( AACAUTION )

H During usage

Clean by soft hands using a Do not place any live parton  Use recommended Adapter.
cleaning material like a soft the surface having water.

cloth.
* It can result in fire and * It can cause product . Otherwise it can result in
product transformation. breakdown. product breakdown

Avoid contact to the metallic ~ Hold the plug by the head of
goods such as necklace, the power plug when taking
coin, key, a watch which it out.

may touch the battery even

for a short-time.

* It may cause product * It may cause electric
breakdown and injury. shock and damage.
T—
P (. \J
— Na
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Overall system diagram

I Overall system diagram

m BNU_LW Simple central
controller

LONWORKS

485 communication
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* PNF-B16A1 (Lon Gateway) can be used in connection with the simple central
controller.
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External wiring diagram

W External wiring diagram

How to set the address for the central ¢

the indoor unit connected to BNU-LW

LON protocol
BMS system

( Maximum number of connected indoor unit: 64 units(
Air conditioner

| Rs485 W

= RI485 Central controller address(0.0) (0.1) .. ... ... .... (0.F)
BNU-LW PR
RI1485 Central controller address(1.0) (1.1) . . .. ........ (1.F)
5 | +5] Y] 8
Central controller *__ @.1) *_ 2.2) *__ (2.3) *__
address(2.0) . . :
5 7] L]

W W, W

Central controller
address(2.4)

% Indoor address must be set between 00 and 3F in hexadecimal code.

+ When the address of the indoor unit of the air conditioner is duplicated with that of the ventilation
unit, it will not operate normally.

+ Maximum of 64 units of the indoor unit (Air conditioner+Ventilation) can be connected to the BNU-LW.

« It is recommended to connect 16 units of P1485 and maximum of d32 P1485 units to the BNU-LW.

* Ventilation products cannot be interfaced with the simple central controller.
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External wiring diagram

Communication line specifice

1. RS-485 communication line specification: 0.75mm? or above 2C shield, product to product: 200M,

total length: 1km

2. FT-10 communication line: Refer to the following table.

Cable Type Line thickness (AWG) Diameter
TIA 568A Category 5 cable 24 0.5mm
Belden 88471 (PVC jacket) or 16 1.3mm
equivalent cable

Belden 85102(Tefzel jacket) or 16 1.3mm
equal cable

Level IV cable 22 0.65mm
JY(st)Y 2x2x0.8 20.4 0.8mm

* Nod to node distance (max): 250m, maximum distance: 450m

* AWG: American Wire Gauge

Product Specification

Rated voltage 100~240v
Frequency AC 50/60Hz
Input Current 1.2A

Rated power consumption 18W
WxDxH(mm) 180x300x50(mm)
Gross Weight 1,4409g

Total Weight 2,4809g
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Name of each part

B Name of each part

LONWORKS GATEWAY
®, \®
®LG BNU-LW
— e (1]
e a
(3]
a
(5]
(6]
8
i I
CERC=R
_l®— ®

BUS_A: 485 communication line A (+)

A BUS_B: 485 communication line B (-)

[E} F1, F2: Fire detection function (external device) contact point connection

3 LAN: LAN port necessary for web function

B LON: TP/FT-10 communication line (Lonworks system communication line) non-polarity
@ PWR: Connection to DC 12V power adapter

12V: Connection when not using DC 12V power adapter

B3 GND: Connection when not using GNS adapter

ALIVE/WINK: It flashes every 1 second when it is normal
It flashes 5 times when receiving WINK command from Lonworks system
(Green)

SERVICE: It is turned off when it is normal and flashes when it is not connected to the
Lonworks system. It is turned on when the service switch is pressed.

SERVICE SWITCH: When you press the switch the Neuron ID is transmitted to the
Lonworks system, and the service LED is turned on.

BNU-LW (PNF-B16A1) product is a product certified of LON-MARK, an international
. standard. (Lon Mark Version 3.3)

Lon-M:

A WARNING

No. 6 and No. 7,8 are all for power supply. Therefore, only one of two combinations should be used.
When DC 12V is used for the power, Connect No. 6 to the power (not necessary to use No. 7,8.)
When DC 12V is NOT used for the power, Connect No. 7, 8 to the power (not necessary to use No. 6.)
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Installation order

I Installation order

1.

. Connect BUS_A and BUS_B (485 communication line) while paying attention to the connecting

. LON (TP/FT-10 linetLonworks Gateway communication line connection) TP/FT-10 communication

Install the product according to the setting of the central controller address of the indoor unit and the
DIP S/W of PI485. (Set the DIP switch No. 4 to ON.)
(Refer to the P1485 installation manual for details.)

polarity. (Refer to the next page.)

line does not have polarity. Connect the 2 communication lines to BMS.

. PWR (Power supply)

You can select either one of the two for the power supply.

@ Use DC 12V power adapter
Connect to No. 6 in name of each part.

@ When separate DC12 can be supplied
Connect 12V and GND to No. 7 and 8 terminals.

. When you press the service switch after connecting to the Lonworks system, the service LED is

turned on and the neuron ID is automatically transmitted to the Lonworks system.

. Check whether the service LED is in normal condition (OFF condition) within 10 minutes. If the

service LED is in normal condition, the installation has been done normally.

. When using the fire detection port, connect the two terminals of the fire diction sensor to F1 and F2.

(Fire detection sensor must be used for DC output of 12V or below.)

. After the installation, connect the LAN cable between the PCs to use the web server so that you

can check whether the LG product has been installed normally. — Refer to the remote diagnosis
function part (page 16) for details.

A CAUTION

When connecting the signal line to the terminal of Lonworks Gateway, always use a
manual driver.
(Careful attention is required not to damage the terminal block and PCB.)
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BNU-LW wiring order

I BNU-LW wiring order

LG does NOT supply this section ( Connection and Installation)

LonWorks
Adaptor

TP/FT-10

BMS Control (PC)
]

Pl1485

vOC 10V

GND GND
c BUS_A
D BUS_B

LG supply

Fire detection sensor
(Use DC 12V or below)

[Wiring sequence]
1. Connect 485 communication line
- Pay attention to BUS A and BUS B polarity
(Refer to the G/W manual for DIP S/W
information for 485 G/W.)
2. Connect the Lonworks communication line
(TP/FT-10)
- No polarity.
3. Power supply (Select one from No. 1 or 2)
@ Use DC 12V adapter
- Connect to No. 6 jack from name of each
part.
@ Supply DC 12V to installation site
- Connect 12V and GND to No. 7 and 8
terminals.

4. Interface with simple central controller
- Set the DIP S/W No. 2 of the simple central
controller to ON and configure the setting
according to the rotary S/W address. (Refer
to setting part when connection to simple
central controller (page 20) for details.)
5. Connect fire detection sensor
- When the signal of DC 12 or below is
transmitted in case of a fire, the indoor unit
and ventilation product that is connected to
BNU-LW will all be turned off.
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Air conditioner/ventilation function table
B Air conditioner/ventilation function table

Air conditioner indoor uni

Classification Control Monitoring

b 4
)

Air conditioner

Function

X
~

Air conditioner

)

Indoor unit individual control
Operating mode change

Fan level change

Temperature adjustment function
Lock function

Automatic fan direction

Indoor unit temperature check
Error check

Simultaneous operation/stop

O|X|X|O|O0|O0|O0|0O|0O
X O|0O|0|0|0|0|0|0O

Binding (connection) function: Binding function refers to the case when the output of a unit has been
bound to the input of another unit and the process of input change from
the output change. The binding function is possible with Lon unit of
other manufacturer.

Ex) When the ON/OFF output of the indoor unit No. 1 is bound to ON/OFF input of indoor unit of No. 2

and when the indoor unit No. 1 is turned on, the indoor unit No. 2 also gets turned on from
receiving the signal.
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Air conditioner/ventilation function table

Ventilation indoor unit func

Classification Monitoring

Ventilation

Function

I Ventilation

Indoor unit individual control

Operating mode change

Fan level change

User operation mode
(Quick ventilation, power save, heating)

Lock function

xX|O| O |O|O0|0O

Error check

Simultaneous operation/stop (0]

Binding (connection) function: Binding function refers to the case when the output of a unit has been
bound to the input of another unit and the process of input change from
the output change. The binding function is possible with Lon unit of
other manufacturer.

Ex) When the ON/OFF output of the indoor unit No. 1 is bound to ON/OFF input of indoor unit of No. 2

and when the indoor unit No. 1 is turned on, the indoor unit No. 2 also gets turned on from
receiving the signal.
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BNU-LW remote diagnosis function

I BNU-LW remote diagnosis function

Setting method

'\

&9 X

LAN(cross cable)

-

Internet Protocol (TOP/IP) Properties

General |

‘r'ou can get [P zeftings aszigned automatically if pour netwark supposts
thiz capabilty. Othersase. you need to ask your network adminiztratos for
the appropiate [P settings.

" Dbtain an [P addiess sutomatically

|P address: 192, 1668, 1,125

205 _2hh 28BS . 0

Subreet mask:

Default gateway: 192, 1686 , 1 . 1

" Obtam DNS server ade

0% Use the following DNS server addiesses:

3 Cannot find server - Microsoft Internet Explorer

- [=]x]
[

Qo x) [Z] {0 Osewsn Ylpravones @ (3- Ik 3
| e | unks ®

~

Addre ‘ 152.168.1.101

@ The page cannot be displayed

The page you ars looking for is currently unavailable. The Web
site might be experiencing technical difficulties, or you may need
to adjust your browser settings.

Please try the following:

Click the [) Refresh button, er try again later.

1f you typed the page address in the Address bar, make
sure that it is spelled correctly.

IE3

€] Done.

# Internet

@ LG Electronics

Self-Installation Diagnosis

SIGN IN [Changing 1D or PW]
I Py
Total Unit

CHECK

1. Connect the LAN line between the PC
and the LAN port of the BNU-LW.

m
=
1)
-
7]
= =

2. Set the network IP of the used PC to
192.168.1.xxx (except 101).

3. Enter 192.168.1.101 in the Internet
Explorer.

4. The above picture is shown when
connected normally.

« Initial ID: lonwork
« Initial password: lonwork

« Enter the total number of connected
indoor units in the Total Unit block.
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BNU-LW remote diagnosis function

Configuration

llAII
E 3 The Status of Connectlion E [Sal a]
V Total : 22/22 {connected/total) EA E
E connectad ! indoor 16 4 - vent 06 EA,
v under constructing 00 E& 5
@ ® ® ®
[FE00R ] 4dq - (FICEIOW Slcooc = JiCeck|  [Relasal

r Address [Aunning Status @ err] | Yent  Address [Running Status @ em)

@-00 10001 Mol @-00 [ OFF-AUTO ! 000]
2 @-0f OL: 0001 Mooz @-01 [ OFF - AUTOD ;000 ]
13 @-02 10001 |Mo.03 @-02 [OFF-AUTO :000)
@-m3 10001 | MoD4 @-03 [ OFF - AUTO :000]
@-04 oL:0oo0] |Mo.0S5 @-D4 [ OFF - &UTO 000
B @-05 L0001 | No0s @-05 [ OFF - AUTO @ 000 ]

000 ]
1000 ]
oLt 0oo ]
L0001
L 000 ]
1 ono ]
oL ¢ 000 ]
1000 ]
1 onn ]
oL 000 ]

« After entering the ID and password,
the air condition and ventilation
products currently connected are
displays as shown in the picture.

« “A” part displays the number of air
condition and ventilation products
are currently connected.

+ When you would like to control a
product @ Select the product — @
Set the address — ® Command
ON/OFF — @ Select the mode — ®
Click on check to control the
product.

+ When you would like to check the
current status ® Click on Reload
and you will be able to check the
current indoor unit status in the “B”
part.

+ When you would like to change the
IP, click on [Set up Network place]
to change the IP.
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BNU-LW remote diagnosis function

Information of the setting up
@ Metwark place IP adress ¢ 192.162.1.100

Gateway : 192.168.1.1
Subnet mask | 255 2585,2585,0

© svCnet Server

'
'
1
Ll
'
'
1
Ll
'
'
1
i
! IP adress | 192.168.2.100 (part 60 )

: Time between transfers [sec] @ 3600
i Site code : MOODOOS0A0D

: Site name ! test_site

1

H ® MAC address 0.8D0C.C.01  [BNWU-LW Mo, 0]

hardware | 1.0 4/ firmwara @ 1.1

Network place
I address
Gateway

Subnet mask

Connection of S¥YCnet
IP address //port ] I | b

Time between
transfers (HH:MMESS)
Site code
Site name

BHU-LYW Mo,

: D It displays the current IP, Gateway,

Subnet mask information.

@ When you would like to use the
SVCnet Server, it displays the
SVCnet Server information.

@ It displays the MAC address
information.

@ It displays the current version
information of the BNU-LW.

: When you would like to change the IP

and Gateway, Subnet mask
information, press the Edit button next
to the information you would like to
change.

: This is the space to enter the SVCnet

Server information to connect.
SVCnet Server is the service that
monitors the air conditioner status
connected to BNU-LW through the
LAN in the future by the LG
Electronics Service Center to provide
early notification in case of a problem.

: In order to prevent the network or

arbitrary change, a security function
has been applied for you to enter the
initial login password to change the
network setting.
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I¢ tinite adresinin ayarlanmasi

M ¢ iinite adresinin ayarlanmasi

ic tinite adresinin a

Kablolu uzaktan kumanda kullanilinca

r

=\ 1.3 saniye boyunca hafta glini ve rezervasyon set/cancel

= A % wwm
= oy
//// 2 2% H/_C

Time.

(AUTO SWING) (OPERATION) (SET TEWP ) (FAN SPEED) GUBFURCTION
A0 Heater Preheat
%% Delost Huric

& wlkdllc a0

(ayar/iptal) tuslarina ayni anda basin.
2. Sicaklik adjustment (Ayar) tusunu kullanarak i¢ tnite adresini

ayarlayin.

Ayarlama araligi: 00~3F

3. 3 saniye boyunca haftanin giinl ve rezervasyon set/cancel
(ayarf/iptal) tusuna ayni anda basinca, adres ayari tamamlanir.

l Sicaklik ayari
(Vi(a)
=

Gurup No. i Unite No.

|

Kablosuz uzaktan kumanda kullanilinca

2EABKAOTS

Adres ayarlama modu

1. @ Ust sol tusa 3 saniyeden uzun bir siire basin. @ Ust sol tusa basar-
ken, Reset tusuna da basin .
% Kablosuz uzaktan kumanda niteleri modele gére farkli bigimlere sa-

hiptir.

2. Sicaklik adjustment (Ayar) tusunu kullanarak i¢ (inite adresini ayarlayin.
Ayarlama araligi: 00~3F

3. Adresi ayarladiktan sonra, ON/OFF tusuna i¢ Uniteye dogu 1 kez basin.

4. ¢ tinite adres ayarini tamamlamak icin ayarlanan adresi gériintilleyecektir.
(Adres gosterim siresi ve yontemi i Unite tipine gore degisiklik gdsterir.)

5. Genel galisma modunu kullanmak icin uzaktan kumandayi resetleyin.

Adres kontrol modu

1. Ust sag tusa basarken, Reset tusuna da basin. O)
(Sol tasa 3 saniyeden uzun bir stire basin.) £ -Gurup No.

2. ON/OFF tusuna i¢ liniteye dogru 1 kez basin, ve i¢ @Hig Unite No.
Unite g6sterge modunda ayarlanan adresi géstere-
cektir. (Adres gosterim suresi ve yontemi i¢ Unite tipine gére degisiklik
g0sterir.)

3. Genel galisma modunu kullanmak icin uzaktan kumandayi resetleyin.

Sicaklik ayari

% Indoor address must be set between 00 and 3F in hexadecimal code.
% Yukaridaki islev kablolu/kablosuz uzaktan kumandanin tretim tarihine gére bazi uzaktan kumanda-

lar igin calismayabilir.

Bu tiiketici kullanimiyla ilgili degildir ve siz de kurulum sirasinda adres ayar islevine sahip bir uzak-
tan kumanda ile adresi ayarlayabilirsiniz.
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Interfacing with simple central controller

B Interfacing with simple central controller

How to interface with simple central
controller

* When interfacing with simple central controller, turn the DIP
S/W No. 2 of the simple central controller ON.

+ Set the rotary S/W to the group address of the indoor unit you
would like to control.

e ——

7~ ‘\
V7 N,
K4 \
4 \
[

\ .
\ 1 2 3 4 /
N y;
N Y
o P

e~

How to set PI-485

How to set PI-485

* BNU-LW uses LGAP communication protocol.
You can set the DIP S/W No. 1 and No. 4 of PI-485 ON.
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Appendix

B Appendix

* The appendix carries information necessary for interfacing with BMS and not necessary for actual

installation.

A/C Objects

Standard Fundtion Block

Mode selection command

Mode status monitoring

Fan level selection command

Fan level status monitoring

Indoor unit lock command

Lock status monitoring

Fan direction command

Fan direction status monitoring

Temperature setting command

Temperature setting status
monitoring

Ventilation additional function command
(Only applies for ventilation product)

Current temperature monitoring

Air conditioner total On/Off control

Error display

Ventilation total On/Off control

Ventilation additional function
status monitoring (Only applies
for ventilation product)

SNVT switch nviOnOff SCC(8500)FB SNVT switch nvoOnOff
SNVT hvac_mode nviHeatCool SNVT hvac_mode nvoHeatCool
SNVT switch nviFanSpeedcmd Indoor/ SNVT_switch nvoFanSpeed
SNVT switch nviLock ’ Ventilator unit SNVT switch nvoLock
SNVT switch nviSwing Network Varlables SNVT_switch nvoSwing
SNVT switch nviSetPoint SNVT_temp_P nvoSetPoint
SNVT switch nviUser SNVT hvac_status nvoUnitStatus
SNVT switch nviSpaceTemp SNVT_count nvoUser
. SWITCH(3200)FB
SNVT switch
nviTotalOnOff_Indoor
Q Total é SNVT switch nvoSwitch
SNVT switch Control
nviTotalOnOff Vent
Control Monitoring
On/Off command On/Off status monitoring

* You can enable control and monitoring as shown in the figure for one air conditioner/ventilation unit.

* The network variable can differ from the actual.
(Refer to the XIF file for correct network variable.)
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Appendix

Ventilation control/mon
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Appendix

Network variables

1) Individual operation/stop input/output (Air conditioner/ventilation)

Function Operation/stop input
Input Using NV Network input variable : SNVT_switch nviOnOff_n
Operation It controls the operation/stop of each product (air conditioner/ventilation)
Function Operation/stop status display
Output Using NV Network output variable : SNVT_switch nvoOnOff_n
Operation It monitors the operating status of each product (air conditioner/ventilation)
Valid Range
NV Filed Operation
value not used (set in 0% usually)
SNVT _switch 0 = Air conditioner/ventilation product OFF
(Index : 95) state 1 = Air conditioner/ventilation product ON
Default Value

2) Operating mode input/output (Air conditioner/ventilation)

Function Operating mode command input

Input Using NV Network input variable : SNVT_hvac_mode nviHeatCool_n

Operation It controls the operating mode of each air conditioner/ventilation product.
Function Operating mode status display

Output Using NV etwork output variable : SNVT_hvac_mode nvoHeatCool_n

Operation It monitors the operating status of each air conditioner/ventilation product.
Valid Range
NV Operation
HVAC_AUTO : 0 = AUTO mode(air conditional), Auto (ventilation)
HVAC_HEAT : 1 = Heat mode(air conditional), heat exchange(ventilation)
SNVT_hvac_mode HVAC_COOL: 3 = Cool mode (cool)
(Index :108) HVAC_FAN_ONLY: 9 = Fan mode (fan) normal ventilation
HVAC_DEHUMID:14=Dry Mode (dehumidication)
Default Value
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3) Fan level command input/output (Air conditioner/ventilation)

Function Fan level command input
Input Using NV Network input variable : SNVT_switc nviFanSpeedCmd_n
Operation It controls the fan level of each indoor unit.
Function Fan level status display
Output Using NV Network output variable : SNVT_switch nvoFanSpeed_n
Operation It monitors the fan level of each product (air conditioner/ventilation)
Valid Range
NV Filed Operation
1: Air conditioner, ventilation low fan
2: Air condition med fan, ventilation high fan
SNVT switch value 3: Air condition high fan, ventilation very high fan
(Index : 95) 4: Air condition, ventilation auto fan
5. Air conditioner super low fan
state 0: Product not applied, 1: Product applied
Default Value

4) Lock input/output (Air conditioner/ventilation)

Function Lock setting command input
Input Using NV Network input variable : SNVT_switch nviLock_n
Operation It controls the lock status of each product (air conditioner/ventilation)
Function Lock status display
Output Using NV Network output variable : SNVT_switch nvolLock_n
Operation It monitors the lock status of each product (air conditioner/ventilation)
Valid Range
NV Filed Operation
value not used (set in 0% usually)
0 = Air conditioner/ventilation product lock OFF
SNVT_switch : — —
(Index : 95 ) state 1 = Air conditioner/ventilation product lock ON

Default Value
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5) Fan direction auto input/output (Only applies to air conditioner)

Function Fan direction auto command input
Input Using NV Network input variable : SNVT_switch nviSwing_n
Operation It controls the fan direction of each product (air conditioner/ventilation)
Function Fan direction auto status display
Output Using NV Network output variable : SNVT_switch nvoSwing_n
Operation It monitors the fan direction of each product (air conditioner/ventilation)
Valid Range
NV Filed Operation
value not used (set in 0% usually)
0 = Fan direction fixed for air conditioner product
SNVT_switch - . "
(Index : 95 ) state 1 = Fan direction auto for air conditioner product
Default Value

6) Temperature setting input/output (Only applies to air conditioner)

Function Set temperature range input
Input Using NV Network input variable : SNVT_switch nviSetPoint_n
Operation It controls the temperature setting of each product (air conditioner/ventilation)
Function Set temperature range status display
Output Using NV Network output variable : SNVT_switch nvoSetPoint_n
Operation It monitors the set temperature of each product (air conditioner/ventilation)
Valid Range
NV Operation
At Cool mode : 18 ~30°C
SNVT_switch At Heat mode : 18 ~30°C
(Index :95) At Dry mode and Fan mode : Not available
Default Value
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7) Indoor temperature status display (Only applies to air conditioner)

Function Indoor temperature status display
Output Using NV Network output variable : SNVT_switch nvoSpaceTemp_n
Operation It monitors the indoor temperature.
Valid Range

NV Operation

At Cool mode : 10 ~ 40°C

SNVT_switch At Heat mode : 10 ~ 40°C

(Index:95) At Dry, Fan mode : Not available
Default Value ‘

8) Error output (Air conditioner/ventilation)

Function Error status display
Output Using NV Network input variable : SNVT_hvac_Status nvoUnitStatus_n
Operation It monitors the error status of each product (air conditioner/ventilation)
Valid Range
NV Filed Operation
Mode Currently operating mode display
Heat_output_primary Not used
Heat_output_Secondary Not used
SNVT_switch Cool_output Not used
(Index:112) Cool_output Not used
Econ_output Not used
fan_output Not used
In_alarm Error code display

* Refer to the Error Code table of the product manual for the error code.
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9) Ventilation function command (Only applies to ventilation product)

Function Ventilation user operating mode input
Input Using NV Network input variable : SNVT_count nviUser_n
Operation It controls the product function of each ventilation product.
Function Ventilation user operating mode status
Output Using NV Network output variable : SNVT_count nvoUser_n
Operation It monitors the function status of each ventilation product.
Valid Range
NV Filed Operation
0 = Not used
SNVT_count 1 = Quick mode
(Index:8) value 2 = Power save mode
3 = Heat
10) Total operation/stop air conditioner indoor unit
Function Total stop command input
Input Using NV Network input variable : SNVT_switch nviTotalONOFF _indoor
Operation It turns ON or OFF all the indoor units.
11) Total operation/stop ventilation indoor unit
Function Total stop command input
Input Using NV Network input variable : SNVT_switch nviTotal ONOFF_indoor
Operation It turns ON or OFF all the ventilation units.
Valid Range
NV Filed Operation
value not used
SNVT_switch 1= All ON indoor/Vent unit
(Index: 95) sete 0 = All OFF indoor/Vent unit

Default Value
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