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OWNER’S MANUAL

PLASMA TV
Please read this manual carefully before operating
your set and retain it for future reference.



HDMI, the HDMI logo and High-Definition Multimedia Interface 
are trademarks or registered trademarks of HDMI Licensing LLC.

10 mm (+/-5 mm)

The items supplied with your product may vary depending on the model.
Product specifications or contents of this manual may be changed without prior notice due to upgrade of 
product functions.

■ How to use the ferrite core

1 Use the ferrite core to reduce the electromagnetic interference in the PC audio cable.
Wind the PC audio cable on the ferrite core thrice. Place the ferrite core close to the TV.

2 Use the ferrite core to reduce the electromagnetic interference in the power cable.
Wind the power cable on the ferrite core once. Place the ferrite core close to the TV.

3 Use the ferrite core to reduce the electromagnetic interference in the power cable.
Wind the power cable on the ferrite core once. Place the ferrite core close to the TV and a wall plug.

- If there is one ferrite core, follow as shown in Figure 1.
- If there are two ferrite cores, follow as shown in Figures 1 and 2.
- If there are three ferrite cores, follow as shown in Figures 1 and 3.
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preparation





Accessories
Ensure that the following accessories are included with your TV. If an accessory is missing, please 
contact the dealer where you purchased the TV.
■ Image shown may differ from your TV.

Owner’s Manual Batteries 
(AAA) Remote Control Power Cord

Polishing Cloth
Polishing cloth for use on the screen.

This item is not included for all models.

* Lightly wipe any stains or fingerprints on 
the surface of the TV with the polishing 
cloth.

Do not use excessive force. This may 
cause scratching or discolouration.

Preparation

Cable Holder Power Cord holder

Wall Mounting Bracket
(Separate purchase)

PSW400BG or PSW400B
or DSW400BG

Ferrite Core
(Depending on model)

Protection Cover

Protection cover
tape

x 3 x 4

Bolts for stand assembly
M5X14.5 M4X26
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Connecting with a RCA cable

►► If you have a mono VCR, connect the audio cable from the 
VCR to the AUDIO L/MONO jack of the TV.

  !

?

NOTE

Camcorder

Video Game Set

or

1 Connect the AUDIO/VIDEO jacks between TV 
and VCR or external equipment. Match the jack 
colours (Video = yellow, Audio Left = white, and 
Audio Right = red)

2 Insert a video tape into the VCR and press 
PLAY on the VCR. (Refer to the VCR owner’s 
manual.)
Or, Operate the corresponding external equip-
ment. 
(Refer to external equipment operating guide.)

3 Select AV1 input source using the INPUT but-
ton on the remote control.
If connected to AV IN2, select AV2 input 
source.

    

1
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 External stereo setup

Use to connected either an external amplifier, or add a subwoofer to your surround sound system.
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1

Connect the input jack of the stereo amplifier to 
the VARIABLE AUDIO OUT jacks on the TV.

Set up your speakers through your analog stereo
amplifier, according to the instructions provided 
with the amplifier.

2

1

!

?

NOTE
►►When connecting with external audio equipments, 
such as amplifiers or speakers, please turn the TV 
speakers off.(► p.67)
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Wall Jack

Antenna

1

2

Connecting with a RF Cable
■ To avoid picture noise (interference), allow adequate distance between the VCR and TV.

Connect the ANT OUT socket of the VCR to the 
ANTENNA IN socket on the TV.

Connect the antenna cable to the ANT IN socket 
of the VCR.

Press the PLAY button on the VCR and match the 
appropriate programme between the TV and VCR 
for viewing.

1

2

3

!

?
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1 2

Connecting with a D-sub 15 pin cable

This TV provides Plug and Play capability, meaning that the PC adjusts automatically to the TV's 
settings. 

1 Connect the RGB output of the PC to the RGB 
IN (PC) jack on the TV.

2 Connect the PC audio output to the AUDIO IN 
(RGB/DVI) jack on the TV. 

3 Turn on the PC and the TV.

4 Select RGB input source using the INPUT but-
ton on the remote control.
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RGB-PC mode HDMI/DTV mode

Supported Display Resolution

Resolution Horizontal 
Frequency(kHz)

Vertical 
Frequency(Hz)

640x350 31.468 70.09
720x400 31.469 70.09
640x480 31.469 59.94
800x600 37.879 60.317

1024x768 48.363 60.004
1280x768 47.776 59.87
1360x768 47.720 59.799

1280x1024 63.668 59.895
1920x1080 66.587 59.934

Resolution Horizontal 
Frequency(kHz)

Vertical 
Frequency(Hz)

720x480 31.47 59.94
720x480 31.50 60.00
720x576 31.25 50.00
1280x720 44.96 59.94
1280x720 45.00 60.00
1280x720 37.50 50.00
1920x1080 33.72 59.94
1920x1080 33.75 60.00
1920x1080 28.125 50.00
1920x1080 67.432 59.94
1920x1080 67.50 60.00
1920x1080 56.25 50.00
1920x1080 27.00 24.00
1920x1080 33.75 30.00

!

?

NOTE
►► Avoid keeping a fixed image on the TV ’s screen for 
prolonged periods of time. The fixed image may 
become permanently imprinted on the screen; use 
a screen saver when possible.
►► There may be interference relating to resolution, 
vertical pattern, contrast or brightness in PC mode. 
Change the PC mode to another resolution or 
change the refresh rate to another rate or adjust 
the brightness and contrast on the menu until the 
picture is clear. If the refresh rate of the PC graph-
ic card can not be changed, change the PC graph-
ic card or consult the manufacturer of the PC 
graphic card.
►► The synchronization input waveform for Horizontal 
and Vertical frequencies are separate.
►► We recommend using 1920x1080, 60 Hz(Only  
50PV2***), 1024x768, 60 Hz(Only 42/50PT2***, 
42/50PT3***, 42/50PT5***) for the PC mode, this 
should provide the best picture quality.

►► If the resolution of PC is over SXGA, there will be no 
picture on the TV.(Only HD Models)
►► Connect the audio cable from the PC to the Audio 
input on the TV.(Audio cables are not included with 
the TV).
►► you use too long an RGB-PC cable, there may be 
interference on the screen. We recommend using 
under 5m of the cable. This provides the best picture 
quality.

Only 50PV2***
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OKMove

	 • Brightness	 50

	 • Sharpness	  60

	 • Colour	 60

	 • Tint	    0

	 • Colour Temperature	 0

	 • Advanced Control

	 • Picture Reset

Screen

PICTURE

W C

Screen

▲

Screen Setup for PC mode

Returns Position, Size and Phase to the factory default settings.

This function works in the following mode: Component(Except 480i, 576i), RGB.

Screen Reset

To Set

Auto Config.

Move Prev.

Resolution

Position

Size

Phase

Reset

Yes No

R G

Screen

• Press the Home/EXIT button to return to normal TV viewing.
• Press the BACK button to move to the previous menu screen.

1
Select PICTURE.

2
Select Screen.

3
Select Reset.

4
Select Yes.

5
Run Reset.


