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Model Description

MODEL BRAND

Printing Specification

1. Trim Size (Format) : 182mm x 257 mm
2. Printing Colors
Cover : 1 COLOR (BLACK)
Inside : 1 COLOR (BLACK)
3. Stock (Paper)
Cover : Coated paper , S/W 150 g/㎡
Inside : Uncoated paper , 백상지 60 g/㎡
4. Printing Method : Off-set
5. Bindery  : Perfect bind
6. Language : ENG/RUS/KAZ/UKR(4)
7. Number of pages : 148
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Special Instructions3.

Product Name

10

“This part contain Eco-hazardous substances (Pb, Cd, Hg, Cr6+, PBB, PBDE, etc.) within LG standard level, 
Details should be followed Eco-SCM management standard[LG(56)-A-2524].
Especially, Part should be followed and controlled the following specification.
(1)Eco-hazardous substances test report should be submitted 

when  Part certification test and First Mass Production.
(2) Especially, Don’t use or contain lead(Pb) and cadmium(Cd) in ink.
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(1) Origin Notification
* LGEIN : Printed in Indonesia       * LGEWA : Printed in U.K.
* LGESP : Printed in Brazil             * LGEMX : Printed in Mexico
* LGEND : Printed in China             * LGEIL : Printed in India
* LGEMA : Printed in Poland

HJ SHIN
12.02.03

YJ JEON
12.02.03

SDKWLJA

02/28/12 Jeon Yoo Jeong EKLC201560 Change remote control & Added the models

03/08/12 Jeon Yoo Jeong EKLC300552 Specification changes of 55LM62**-Z*

03/28/12 Jeon Yoo Jeong EKLC301979 Added the model

05/17/12 No-eul Choi EKLC500962 Added the model
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OWNER’S MANUAL
LED LCD TV
Please read this manual carefully before operating 
your set and retain it for future reference.

LM62**
LM64**
LM66**
LM67**
LM76**
LS57**

P/NO : MFL67441722 (1205-REV04)
Printed in Korea

www.lg.com
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A-3SETTING UP THE TV

Setting up the TV

Image shown may differ from your TV.

Attaching the stand
42/47LM669*

3

2

Protection pad

M4 x 20

4EA

4

5

Wrapping bag

M4 x 20

4EA

Front

Stand Base

Stand Body

1

Top View
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INSTALLATION PROCEDURE / ASSEMBLING AND PREPARING

 NOTE
yy Image shown may differ from your TV.
yy Your TV’s OSD (On Screen Display) may differ slightly from that shown in this manual.
yy The available menus and options may differ from the input source or product model that you are 
using.

yy New features may be added to this TV in the future.
yy The TV can be placed in standby mode in order to reduce the power consumption. And the TV should 
be turned off if it will not be watched for some time, as this will reduce energy consumption.

yy The energy consumed during use can be significantly reduced if the level of brightness of the picture 
is reduced, and this will reduce the overall running cost.

Installation Procedure

1	 Open the package and make sure all the accessories are included.
2	 Attach the stand to the TV set.
3	 Connect an external device to the TV set.
4	 Make sure the network connection is available. 

You can use the TV network functions only when the network connection is made. 

ASSEMBLING AND PREPARING

Unpacking

Check your product box for the following items. If there are any missing accessories, contact the local 
dealer where you purchased your product. The illustrations in this manual may differ from the actual 
product and item.

 CAUTION
yy Do not use any unapproved items to ensure the safety and product life span.
yy Any damag or injuries caused by using unapproved items are not covered by the warranty.
yy Some models have a thin film attached on to the screen and this must not be removed.

 NOTE
yy The items supplied with your product may vary depending on the model.
yy Product specifications or contents of this manual may be changed without prior notice due to upgrade 
of product functions.

yy For an optimal connection, HDMI cables and USB devices should have bezels less than 10 mm thick 
and 18 mm width. Use an extension cable that supports USB 2.0 if the USB cable or USB memory 
stick does not fit into your TV’s USB port.

A

B

A

B
*A <= 10 mm
*B <= 18 mm
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Remote control and 
batteries (AAA)
(See p. 21, 22)
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Magic Remote Control, 
Batteries (AA)
(Only 60LM645*, 
32/42/47/55LM66**, 
42/47/55LM67**, 
42/47/55LM76**)
(See p. 23)

Owner’s manual

Polishing cloth
(Depending on model)
Use this to remove dust 
from the cabinet.

Component video cable
(See p. B-6)

Composite video cable
(See p. B-6, B-7)

Cinema 3D Glasses
The number of 3D glasses 
may differ depending on 
the model or country.
(Except 32/37/42LS57**)

Dual play glasses
(Only 42/47/55LM76**)

Cable Holder
(Depending on model)
(See p. A-7, A-8)

Power Cord
(Only 32/37/42LS57**, 
32/37/42/47/55LM62**)

Stand Screws
8EA, M4 x 20 
(See p. A-3, A-4, A-5, A-6)

Desk-mount Screw
(1EA: Only 
32/37/42LS57**, 
32/42/47LM669*)
(2EA: Only 32/37LM62**, 
32LM64**, 32LM660**)
(See p. 18)

Desk-mount Cable 
2EA
(Only 32/37LM62**, 
32LM64**, 32LM660*)
(See p. 18)

Bracket Screw
2EA, M4 x 8
(Only 32/37LM62**, 
32LM64**, 32LM660*)
(See p. 18)

Wall mount inner spacers
4EA
(Only 32/37/42LS57**, 
32/37/42/47/55LM62**) 
(See p. 20)

SCART Gender Cable
(See p. B-12)

       or Isolator
(Depending on model)
(See p. 14)

 or
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Stand Body / Stand Base
(Only 32/37/42LS57**, 65LM62**, 32/42/47LM669*)
(See p. A-3, A-6)

Stand Body / Stand Base
(Only 32/37/42/47/55LM62**, 32/42/47/55/60LM64**, 32/42/47/55LM660*,
42/47/55LM67**, 42/47/55LM760*, 42/47/55LM761*) 
(See p. A-4,  A-6)

Stand rear cover / Stand Body / Stand Base
(Only 42/47/55LM765*)
(See p. A-5)

 NOTE
yy Antenna Isolator Installation Guide
-- Use this to install TV in a place where there is a voltage difference between TV Set and GND of 

antenna signal.
»» If there is a voltage difference between TV Set and GND of antenna signal, the antenna contact 
might be heated and excessive heat might cause an accident.

-- You can improve the safety when watching TV by efficiently removing power voltage from TV 
antenna. It is recommended to mount the isolator to the wall. If it cannot be mounted to the wall, 
mount it on the TV. Avoid disconnecting the antenna Isolator after installation.

-- Before starting, be sure that the TV antenna is connected.

ANTENNA/
CABLE IN

Cable / Antenna

Wall

Isolator

1. Connect to TV.

2. Connect to Set-Top box.

or

Connect one end of the isolator to cable/antenna jack and the other to TV set or set-top box.

“Equipment connected to the protective earthing of the building installation through the mains connection 
or through other equipment with a connection to protective earthing - and to a cable distribution system 
using coaxial cable, may in some circumstances create a fire hazard. Connection to a cable distribution 
system has therefore to be provided through a device providing electrical isolation below a certain 
frequency range (galvanic isolator, see EN 60728-11)”

�When applying the RF Isolator, a slight loss of signal sensitivity can occur.
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Separate purchase

Separate purchase items can be changed or modified for quality improvement without any notification.
Contact your dealer to buy these items.
These devices only work with certain models.

P

AG-F2**DP, AG-F3**DP
Dual play glasses

AG-F2**, AG-F3**
Cinema 3D Glasses

AN-MR300
Magic Remote Control

AN-WF100
Wireless LAN

Compatibility 32/37/42LS570* 32/37/42LS575* 32/37/42/47/ 
55/65LM62**

32/42/47/55/60LM64**, 
32/42/47/55LM66**,

42/47/55LM67**,
42/47/55LM76**

AG-F2**DP, AG-F3**DP
Dual play glasses • •
AG-F2**, AG-F3**
Cinema 3D Glasses • •
AN-MR300
Magic Remote Control • • • •
AN-WF100
Wireless LAN • •

The mode name or design may be changed depending on the upgrade of product functions, manufacturer’s 
circumstances or policies.
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B type : 32/37/42LS57**, 32/37/42/47/55/65LM62**A type : 32/42/47/55/60LM64**, 
32/42/47/55LM66**, 42/47/55LM67**, 
42/47/55LM76**

Parts and buttons

Button Description

A type B type

HH Scrolls through the saved programmes.

HH Adjusts the volume level.

H OK ꔉ Selects the highlighted menu option or confirms an input.

S SETTINGS Accesses the main menu, or saves your input and exits the menus.

H INPUT Changes the input source.

 / I Turns the power on or off.

1	 Intelligent sensor - Adjusts the image quality and brightness based on the surrounding environment.
2	 B type buttons are touch sensitive and can be operated through simple touch with your finger.

 NOTE
yy You can set the power indicator light to on or off by selecting OPTION in the main menus.

SETTINGS

INPUT

SETTINGS INPUTOK

OK   

Buttons

Touch buttons2

Power indicator

Power indicator

Speakers Speakers

Remote control and  
intelligent sensors1

Remote control and 
intelligent sensors1

Screen Screen
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Lifting and moving the TV

Please note the following advice to prevent the 
TV from being scratched or damaged and for safe 
transportation regardless of its type and size.

 CAUTION
yy Avoid touching the screen at all times, as 
this may result in damage to the screen.

 
yy It is recommended to move the TV in the box 
or packing material that the TV originally came 
in.

yy Before moving or lifting the TV, disconnect the 
power cord and all cables.

yy When holding the TV, the screen should face 
away from you to avoid damage. 

yy Hold the top and bottom of the TV frame firmly. 
Make sure not to hold the transparent part, 
speaker, or speaker grill area. 

yy When transporting a large TV, there should be 
at least 2 people.

yy When transporting the TV by hand, hold the TV 
as shown in the following illustration. 

yy When transporting the TV, do not expose the 
TV to jolts or excessive vibration.

yy When transporting the TV, keep the TV upright, 
never turn the TV on its side or tilt towards the 
left or right.

yy Whenever you handle TV, Protection pad 
should be covered with side of TV. (Depending 
on model) 

Protection Pad
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Mounting on a table
1	 Lift and tilt the TV into its upright position on a 

table.
-- �Leave a 10 cm (minimum) space from the 

wall for proper ventilation.

2	 Connect the power cord to a wall outlet.

 CAUTION
yy Do not place the TV near or on sources 
of heat, as this may result in fire or other 
damage.

10 cm

10 cm

10 cm
10 cm

Securing the TV to a table
Fix the TV to a table to prevent from tilting forward, 
damage, and potential injury.
To secure the TV to a table, insert and tighten the 
supplied screw on the rear of the stand.
(Only 32/37/42LS57**, 32/42/47LM669*) 

(Only 32/37LM62**, 32LM64**, 32LM660*)



M4 x 8

2EA

 NOTE
(Only 32/37LM62**, 32LM64**, 32LM660*)
How to fix the TV to a table 
1.	Connect the Desk-mount Cables to the 

Stand Base using the Bracket Screws.
2.	Fix the Desk-mount Cables to a table using 

the Desk-mount Screws.
3.	Once the TV is fixed, move the table close 

to the wall. Children may go in, causing 
injuries.

 WARNING
yy To prevent TV from falling over, the TV 
should be securely attached to the floor/
wall per installation instructions. Tipping, 
shaking, or rocking the TV may cause injury.




