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Quvvat manbai

Texnik xususiyatlari yorlig'ida

Suv darajasi

H: 84 litr, L: 72 litr M: 60 Litr, S: 50 litr

Suv bosimi 100 kPa (1 kgficm®) dan kamroq
O'lchami 880 x 530 x 1025 mm. (W x D x H)
Og'irligi 31,5 kg.

AVFSIZLIK CHORASI

/\ OGOHLANTIRISH

O'rnatish sohasi
* Qor, yomg'ir ta'siri ostidagi yoki
namlik baland bo'lgan joylarga

olib kelishi mumkin.

o'rnatmang. Bu elektr toki urishiga *

Issiqglik

« Kir yuvish mashinasiga elektr isitgich, yongan
sham, sigareta yondirgichi kabi narsalarni
yaginlashtirmang. U plastik ‘”7
qismlarni yonishiga yoki
deformatsiyalanishiga olib
kelishi mumkin.

Pereklyuchatel sohasi Issiq suv p—

« Pereklyuchatel joylashgan sohaga « Harorati 50°C dan baland bo'lgan
suv tegishining oldini oling. Bu elektr | == issiq suvdan foydalanmang. U plastik ﬁ
toki urishi yoki yong'in chigishiga olib gismlarni deformatsiyalashi yoki
kelishi mumkin. — qurilmaning noto'g'ri ishlashiga olib

kelishi mumkin.

Yonuvchan materiallar

singari yonuvchan materiallardal

qismlarining shikastlanishi
yuz berishi mumkin.

Ishlatish

- Benzin, gazolin, hashoratlarga garshi vositalar | + Mashina ishlayotgan vaqtda aylanuvchi quritgich

n foydalanmang. | savatchasi ichiga go'lingizni tigmang

« Barabanni ichida oqartirgich kabi ishqorli (Bolalarning mashina ustiga chigishlariga yoki
moddalarni goldirmang. Plastik yuzalar va rezina| barabanga kirishlariga yo'l go'ymang.

Shikastlanish yuz berishi mumkin).
« Aylanuvchi quritgich barabani
3 < ishlayotgan vagtda kir yuvish

i barabanidan suvni chigarib
tashlamang. Aks holda sigish dvigateli
shikastlanishi mumkin.

O'rnatish

o'rnating. Aks holda u tebranishi
va shovgin chigarishi mumkin.

Elektr tarmog'iga ulash simi

« Kir yuvish mashinasini gorizontal tayanch ustiga |+ Quvvat simi shikastlangan bo'lsa, xatarni oldini

olish uchun u ishlab chigaruvchi yoki uning

7 3 xizmat agenti, yoki boshga o'xshash shaxs
tomonidan almasbhtirilishi kerak.
* Quvvat simini ho'l go'lingiz bilan

ushlamang. Bu elektr toki

ko'rsatishni amalga oshirishdan

kelishi mumkin.

« Kir yuvish mashinasiga garov va texnik xizmat urishiga olib kelishi mumkin.

shnurini devordagi rozetkasidan uzib
qo'ying. Bu elektr toki urishiga olib

avval elektr

Life's Good

KIR YUVISH MASHINASI

lltimos, qurilmadan foydalanishdan avval ushbu
qgo'llanmani digqgat bilan o'gib chiging. Uni kelajakda
foydalanish uchun saqlab qo'ying.
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MFL68505518
P/No. : MFL68505518

’ - “Faqat nasosli model uchun*

SUV CHIQARISH
SHLANGI

KIR YUVISH
QOPQOG'I

AYLANUVCHI
QURITGICH
QOPQOG'I

SUV TAMINOTI

TANLAGICHI
XAVFSIZLIK
SUV TOSHIB QOPQOG!-2
KETISHI FILTRI

AYLANUVCHI
QURITGICH
SAVATCHASI

YERGA ULASH SIMI
(Ikki tishli vilkaga ega

_ bo'lgan modellar uchun)

AYLANTIRISH

FILTRI-C

KABINET
(TUB)

PULSATOR

ELEKTR TARMOG'IGA
ULASH SIMI

(Ushbu shakini modelingiz bilan solishtirmang, chunki u modelingizdan farqli bo'lishi mumkin. Bular sxemali jadvallar.)

« Elektr toki urishining oldini olish
mashinasini yerga ulang. Elektr

uchun kir yuvish | Elektr rozetkasi

toki urishi « Bitta rozetkaga bir nechta elektr
xavfini kamaytirish uchun kir yuvish qurilmalarini ulamang. Bu yong'in
mashinasini nam joylarga o'rnatmang.

chigishiga olib kelishi mumkin.

(bolalarni o'z ichiga olgan holda
Bolalar uskuna bilan o'ynamasli

« Xavfsizlikka ma'sul bo'lgan shaxs tomonidan uskunani ishlatish bilan bog'liq nazorat o'rnatiimasa
yoki ko'rsatmalar berilmasa, ushbu uskunani zaif jismoniy, sezgi yoki aqliy gobiliyatga ega kishilar

), yoki kam tajriba va bilimga ega shaxslar ishlatishi mumkin emas.
igiga amin bo'lish uchun nazorat ostiga olinishi kerak.

« Agar bu qurilmadan tijoriy magsadlarda foydalanilsa, unga nisbatan kafolatlar
berilmaydi. (Masalan: Xammom, mehmonxona, o'quv markazi, yotogxona kabi

jamoat joylari).

Agar quriima oddiy xizmat ko'rsatish sohasidan tashqariga o'rnatilgan bo'lsa,
mahsulotni ta'mirlash yoki buzilgan gismni almashtirish bilan bog'liq barcha transport
harajatlari qurilma egasi tomonidan to'lanadi.
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Ochiish - Oddly
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sSuv ariagion o ATIEID (SSEmIITITD
1. Suv ta'minoti tirqishi 5. Suv chiqarish tanlagichi
Barabanga suv quyish uchun suv kranini Yuvish va chayish uchun "Yuvish-
suv quyish shlangi bilan bu yerga ulang. Chayish” ni, kabinetdan suvni chigarib
2. Suv ta'minoti tanlagichi tashlash uchun "Suvni chigarish” ni va
Yuvish va chayish uchun"YUVISH” suv chigarish nasosini o'chirish uchun
ni tanlang va sigi sh bilan chayish "O'chirish” ni tanlang.
uchun "SIQISH” ni tanlang. 6. Siqish taymeri
3. Yuvish taymeri Sigish uchun kerakli vagtni tanlang.
Yuvish yoki chayish uchun kerakli vaqtni Maksimum limit 10 daq., lekin 3 ta
tanlang. sikldan ortiq davom etishi mumkin emas.
4. Yuvish tanlagichi Dastani ko'rsatilgan cheklovdan ko'proq
Yuviladigan kir turi va migdoriga bog'liq aylantirmang. . o
ravishda dasturni, "Ohista""Oddiy”, **3 marta aylanganidan so'ng, aylanishni
"Kuchli” ga o'rnating. 1 soatga to'xtatib qo'ying. Aks holda,

aylanish motoriga shikast yetishi, u o't
olishi yoki ishlamay gilishi mumkin.



O'RNATISH

O'rnatish sohasi « Suv chigarish shlangi tomoni bilan devor
+ Tekis va mustahkam pol ustiga o'rnating. o'rtasidakamida 10 sm joy goldiring.
« Noto'g'ri o'rnatish kuchli shovqin chiqishiga N G”'am havo aylanish tirgishlarini to'sib
va qurilmaning buzilishiga olib kelishi qo'ymasligi kerak.
mumkin. J/

Yerga ulash simini ulash (faqatikkitishlirozetkalarga mo'ljallangan modellar uchun)

» Tokning chigib ketishi tufayli gisga tutashuv sodir bo'lishi va elektr toki urishining oldini olish
uchun yerga ulash simini o'rnating.

« U kir yuvish mashinasining orqa tomoniga
biriktiriladi. Uni metalldan qilingan trubaga
ulang. Agar suv trubasi plastik bo'lsa, u
yerga tok o'tkazish qobiliyatiga ega bo'lmaydi.

« Yerga ulash simini gaz trubasi, yashin Yerga
qaytargich, telefon ulagichi kabilarga ulamang.  ulash simi

Gaz trubasi

A Ogohlantirish-ikki tishli vilkaga ega bo'lgan qurilma yerga ulanishi kerak.

Elektr shnuri vilkasini ulash
Elektr shnuri vilkasini rozetkaga tiqing. §
Elektr shnuri vilkasini ulashdan avval kir yuvish mashinasining mo'ljallangan kuchlanis
rozetkadagi kuchlanishga mosligini tekshiring.

Agar yerga ulash terminali bo'lgan o'zgaruvchan tok rozetkasidan foydalanilsa,
yerga ulash talab qilinmaydi. Aks holda yerga ulashni unutmang (yerga ulash
usuli yugorida ko'rsatilgan).

Qurilma elektr shnuri vilkasidan osongina foydalanish mumkin bo'lgan holda
joylashtirilishi kerak.

.

Yerga ulashning boshga usuli

« Yerga ulash simini yerga ulash |+ Yerga ulash simiga ulash - |+ Agar ta'rifdagidek yerga ulash
mis plastinasiga ulagandan fagat rozetka. usulini go'llab bo'Imasa,

keyin uni nam yerga kamida alohida avtomatik o'chirish

75 sm chuqurlikda ko'ming. moslamasidan foydalanishga
ehtiyoj to'g'iladi va u malakali
elektr mutaxassisi tomonidan
o'rnatilishi kerak.
‘[ aisqa

tutashuv uzgichi

Yerga
ulash simi

Yerga
l’u\asn simi

Yerga ulash mis plastinasi
\ J

Suv chiqarish shlangini ulash

* Qisgichni rasmda ko'rsatilgani kabi kir yuvish mashinasining korpusi
tomonga bosing.

cL<=1m.

CHAYISHDAN FOYDALANISH VA SIQISH

Oraliq siqgishli chayish
« Odatdagi chayishdan avvalgi oraliq siqgishli chayish kirlardan sovunli suvni ketkazish va chayish
samaradorligini yaxshilashga imkon beradi. Bu yana suvni tejashda ham foydalidir.

( Yuvgandan keyin. Suv tanlagichini “SIQISH” ||||» Oraliq siqishli chayishdan‘
«Kirlarni sigib quritgich ga o'rnating. e keyin chayish uchun
savatchasiga oling. (siaisH) kirlarni yuvish barabaniga
«Xavfsizlik qgopgog'ini Suv tanlagichi ko'chiring.
kirlar ustiga gorizontal
holatda qgo'ying. Mos holda kerakli Tooa
sigish ogimini | ,',“\ o)
o'rnating. é\ @
\ 7
Sigish bo'yicha eslatma o)
1. Kirlarni siqishli quritgich savatchasiga bir tekis x?’ﬁ‘f‘ff
joylashtiring. dopaca
2. Kirlarni asta pastga soling.
3. Xavfsizlik gopgog'ini kirlar ustida gorizontal I —

holatda qo'ying, xavfsizlik qopgog'idan
foydalamilmasa, kir yuvish mashinasi shikastlanadi.

4. Siqib quritgich qopgog'ini yoping.

5. Aylanuvchi quritgich barabani ishlayotgan vaqgtda kir yuvish barabanidan suvni chigarib
tashlamang.

» Agar siqgishli quritgich savatchasi muvozanatlashmagan bo'lsa va ortiqcha tebransa, sigishni
to'xtating, kiyimlarni gaytadan tekis joylashtiring va keyin sigishni gaytadan boshlang.

« Agar siqishli quritgich gopqgog'i ochilganda sigish to'xtamasa, tormoz ishdan chiggan bo'ladi.
Mashinadan foydalanishni darhol to'xtating va xizmat ko'rsatish markaziga murojaat giling.

QAROV VA IK XIZMAT KO'RSATISH

Toshib ketish filtri va aylantirish filtri-C

. Toshib ketish filtrining (& sohasidan ko'taring va ko'rsatilgan yo'nalishda tortish orgali aylantirish
filtri-C ni chigarib oling.

. Toshib ketish filtrini barabandan strelka yo'nalishida oldinga torting.

. To'rni ag'daring va suvda chaying.

. Toshib ketish filtriga yopishib qolgan barcha ipchalarni olib tashlash uchun chyotka yoki
go'lingizdan foydalaning.

. Toshib ketish filtrini qayta yuvish barabaniga joylashtiring.

. Aylantirish filtri-C ni qayta toshib ketish filtriga joylashtiring.

BWN -
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O'RNATISH VA QANDAY YUVISH

Yuvishdan avval

1. Yuvilishi kerak bo'lgan kiyimlardagi yuvish bo'yicha ko'rsatmalar berilgan yorliglarga garang.

2. Kiyimlarning cho'ntaklaridagi barcha narsalarni olib go'ying. Cho'ntaklarda qolgan narsalar
kiyimlarni shikastlashi yoki kir yuvish mashinasini buzishi mumkin (suv chigarish shlangining tigilib
qolishiga olib kelishi mumkin).

. Moy tekkan yoki bo'yalgan kirlarni ajratgandan so'ng yuving.

. Qulaylik uchun foydalanilmayotgan vagqtda kir yuvish mashinasi barabanining o'ng yoki chap
tomonidagi qopgogni osib qo'ying.

B w

f Yuvishdan avval buni olib go'ying )
/70 N o~
Tish
Tugma kovlagich  Tanga Skrepka Vint  Sochto'g'nag'ich ~ Qum

Qanday yuviladi

(4 Suv chiqgarish tanlagichini Yuviladigan kir turlari va
o'rnatish miqdoriga bog'liq ravishda
"o'chirish” holatiga o'rnating. “Ohista”, “Oddiy” yoki “Suv chiqarish” holatiga
Yuvish-Chayish “Kuchl_i” kir yuvish o'rnating va suvni chigarib
O'chirish Suvni chigarish dastunnl tanlang. tashlang.
‘ (2-jadvalga garang)

Yuvish nihoyasiga yetgandan
keyin suv chigarish tanlagichini

Yuvish-Chayish
O'chirish

Suvni chiqarish

Suv chiqarish tanlagichi

Suv tanlagichini "SIQISH”
ga o'rnating.

€n
Ews

Suv tanlagichi Yuvish tanlagichi

Suv chiqaristanlagichi

Kir yuvish barabaniga kerakli
miqdordagi kir yuvish vositasi
va kirlarni soling. I
0O'zingiz xohlagan  f;

kerakli

darajagacha suv [@
quying. 2 Namlash'

(2-jadvalga garang)

Kerakli yuvish vaqtini Siqib quritgich savatchasida
o'tnating. siqish.
0| O'chirish Kirlarni sigib quritgich

/ savatchasiga oling.
Kirlarni asta pastga soling.
Xavfsizlik qopgog'ini kirlar ustiga
gorizontal holatda qo'ying.
Siqish taymeri bilan kerakli
sigish vaqtini o'rnating.

Suv ta'minotini

oching va Yuvish taymeri
belgilangan
darajagacha 0-15 daq. davrda

" . Kir yuvish mashinasi yuvish
swv l‘)”‘an to l_d'”ng'& Y |funksiyasini ishlatadi

Bu kiyimlarning kerakli migdordagi | 16-35 dag. davrda

suvni so'ra olishlari va suvning Kir yuvish mashinasi yuvish va
yetishmay qolmasligi uchundir. | Po'ktirish o'rtasida o'tadi.
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MA'LUMOTNOMA

1 JADVAL. KIYIMLAR UCHUN OG'IRLIK BO'YICHA YO'RIQNOMA

\.

Kiyim turi Mato turi Donasiga to'g'ri keluvchi og'irlik
Mayka Paxtadan gilingan narsalar 150g (5.30z)
Dastro'mol Paxtadan gilingan narsalar 509 (1.80z)
Vanna sochig'i Paxtadan gilingan narsalar 300g (10.60z)
Ko'ylak Aralash mato 200g (7.10z)
Paypoq (1 juft) Aralash mato 50g (1.80z)

Pijama (ko'ylak va shim) Paxtadan gilingan narsalar 500g (17.60z)

Qishki mayka Jun 600g (21.20z)

Ish kiyimlari Aralash mato 800g (28.20z)

Bluzka Aralash mato 2009 (7.10z)

2 JADVAL. SIQISH BO'YICHA YO'RIQGNOMA

Mato turi Yuvish Yuvish Suv Kir migdori Suv miqdori |Kir yuvish vositasi
tanlagichi vaqti | darajasi (kg) (Ltr) miqdori (g)
Jun, Trikotaj Ohista ~5 dag. H 0.5~2.0 84 84
S 0.5~5.0 50 50
Sintetika, Ipak Ohista ~5 dag. L 50~6.0 60 60
M 6.0~7.0 72 72
7.0~ 84 84
Paal. olad 0.5~5.0 50 50
axtali, toladan " - 5.0~6.0 60 60
qilingan matolar Oddiy 5~10 daq. 6.0~7.0 72 72
H 7.0~ 84 84
Juda kirlangan S gg ~ gg 8 28
paxtali va . L .0~ 6. 6

toladan gilingan Kuehi 10~ 15 dag. M 6.0~7.0 72 72
matolar H 7.0 ~ 84 84

Eslatmalar:
« Kirlarning migdori bu — quruq kirlarning og'irligi hisoblanadi.
« Kir yuvish vositasi — bu umumiy sintetik kir yuvish vositasi hisoblanadi.
DIQQAT: Yuvish uchun barabanni o0'zingiz xohalagan darajadan 20 mm balandroqqa
to'ldiring. Yuvish boshlanganda suv darajasi avtomatik ravishda siz xohlagan
darajaga keladi.

NOSOZLIKLARNI BARTARAF QILISH BO'YICHA YO'RIQNOMA

Xizmat ko'rsatish markaziga murojaat qgilishdan avval

Muammo
Dvigatel ishlamayapti.

Tekshirish nuqtasi

+ Elektr tarmog'iga ulash shnuri rozetkaga tigilganmi?

+ Taymer “O'chirish” dan boshqa kerakli nuqtaga burilganmi?

Siqib quritgich savatchasi |+ Savatcha bilan baraban o'rtasiga birorta kir tushib golmaganmi?

ishlamayapti. + Siqib quritgich qopgog'i yopilganmi?

+ Yuviladigan kirlar sigib quritgich savatchasining bir tomoniga to'planib qolmaganmi?
Suv kir yuvish mashinasiga [+ Suv kraniga ulanganmi?

kirmayapti + Suv krani muzlab golmaganmi?

Suv chiqarilmayapti + Porshenli klapanda momiq o'ralib golmaganmi?

+ Suv chigarish nasosi ishlayaptimi?

+ Quritish naychasi o'ralib golmaganmi?
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SPECIFICATIONS
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Power source On specification label
Water Level H : 84 Litres, L : 72 Litres, M : 60 Litres, S : 50 Litres
Water Pressure Less than 100 kPa (1 kgf/cm?)
Dimension 880 x 530 x 1025 mm. (W x D x H)
Weight 31.5kg.
8

/\ WARNING

Installation Area Heat

e Avoid electric heater, candle light,
cigarette light, bug smoker, =
etc. near the machine.
It may ignite or
deform plastic part.

® Avoid area exposed to snow,
rain, or where humidity
is high. It may cause
electric shock.

Switch Area Hot water oz
*Avoid watering on the e Avoid using hot water over 50°C. ﬁ
switch area. It may cause It may deform
electric shock or fire. plastic parts or cause malfunction:

&

Volatile Material In Operation

® Do not use volatile material such as
Benzene, Gasoline, bug killer.

© Do not leave strong alkaline substance

® Do not insert the hand inside the spin
dryer basket while the machine is in
operation (Do not let children climb
on the machine or climb into

such as bleach inside va fhe tub. Injury may occur)
the tub. Damage on > - Injury may -
plastic surface and i © Do not drain the water out of the

wash tub while the spin dryer basket is in
operation.Otherwise the spin motor could be
damaged.

rubber parts may occur.

Installation Power Cord

e Install the washing machine on
a horizontal support.
Otherwise, it may cause
vibration and noise.

e |f the power supply cord is damaged, it
must only be replaced by the
manufacturer or its service agent or a
similarly qualified person in order to
avoid a hazard.

®Be sure to disconnect the power

® Do not treat the power N
cord from the electric outlet before supply cord with your -
starting care and maintenance. wet hand. It may cause 2

It may cause electric shock. electric shock.

© Be sure to earth the washer to Electric Outlet
prevent electric shock. To reduceA o Avoid connecting several
the risk of electric shock, do not electric devices to single outlet.
install the washer in humid space. It may cause fire.

o This appliance is not intended for use by persons (including children) with reduced physical,
sensory or mental capabilities, or lack of experience and knowledge, unless they have been given
supervision or instruction concemning use of the appliance by person responsible for their safety.

L Children should be supervised to ensure that they do not play with the appliance. )

« If this product is used for commercial purpose, it is not warranted.

(Example : Public places such as public bathroom, lodging house, training center,
dormitory)

If the product is installed outside the normal service area, any cost of transportation
involved in the repair of the product or the replacement of a defective part, shall be
borne by the owner.

Life's Good

WASHING MACHINE

Please read this manual carefully before operating
your set. Retain it for future reference.

MODEL : P1460RWP

FEATURES

’ N *For Pump Model Only*

DRAIN HOSE

WASHING
COVER SPIN DRYER
COVER
WATER SUPPLY
SELECTOR

SAFETY

OVER FLOW COVER2

FILTER

SPIN DRYER
BASKET

EARTH WIRE
(For models with

ROTATION
FILTER-C

CABINET
(TUB)

PULSATOR

POWER CORD

(Please do not match this figure with model as it may be different from your model. These are schematic diagrams only.)
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5. Drain Selector
Select"Wash+Rinse" for washing and rinsing
and "Drain" to drain the water out of the
Cabinet, and "Off" to tum off the drain pump.

1. Water Supply Inlet
Connect here with the inlet hose from the
water faucet to feed water to the tub.
2. Water Selector o
Select "WASH" to supply water for 6.Spin Timer o
washing and rinsing and "SPIN" for spin Select the desired time for spinning. The
h . maximum limit is 10min, but shall not be
3 3\’:::%:12?' continued over 3 cycle. Don't rotate the
- . X . knob more than prescribed limit.
Select the desired time for soaking ** After 3 times continuous spinning, please
washing or rinsing. stop spinning more than 1 hour, otherwise
4. Wash Selector the spin motor may be damaged or fire or

Set the program to "Gentle","Normal", stop operation.
"Strong" according to kind and
quantity of the laundry.



INSTALLATION

Installation area

® Set on flat and firm floor.

e |ncorrect installation may cause
severe noise and break down.

Connecting the earth wire (only for models with two prong plug)
Install the earth wire to prevent short-circuit due to leaking current and electric shock.
It is attached at the back of the washer. Gas pipe
Connect it to the metal water pipe.
If the water pipe is made of plastic,
it does not have the earth effect.
® Do not connect the earth wire to the
gas pipe, lightning arrester. telephone Earth
connecter, etc. wire

YN Warning-the appliance with two-pronged plug must be grounded

® Maintain more than 10 cm. between
the side of drain hose and the wall.

® A carpet must not obstruct the
ventilation openings. J/

Connecting the power plug

® |nsert the power plug into the outlet.

e Before connecting the power plug, check if the voltage
setting of the washer matches the outlet voltage.

o [f AC outlet with ground terminal is used, grounding is not
needed. If not, never forget earthing (earthing method above).

e The appliance must be positioned so that the plug is accessible

Other earthing method

(e After connecting the earth
wire to the earth copper
plate, bury it at least 75cm
deep under the wet
ground.

@ Connect to the o If grounding methods as
described are not possible,
a seperate circuit-breaker
should be employed
and installed by a qualified
electrician.

Short-circuit breaker

earthing-only outlet.

Connecting the drain hose

® Push the clamp toward the body of the washing machine as
shown in the figure.
eL<=1m.

HOW TO RINSE & HOW TO SPIN

Interim spin rinse
e Interim spin rinse prior to regular rinsing helps removing sudsy water from the
laundry and improve rinsing efficiency. Also is helpful to water saving.

( 1 After washing. Set the water iy After interim spin
® Move the laundry into |~ selector to "SPIN". ® rinse, move the
the spin dryer basket. laundry into the
® Place the safety cover Water Selector wash tub for rinsing.
horizontally on the Ll

Set the desired

o © 0

laundry. water flow and B
ry. spin time | \\\ﬁ &2
appropriately. % =
Note for spinning >
Safety cover

1. Put the laundry evenly into the spin
dryer basket.
2. Put the laundry down lightly. =
3. Place the safety cover horizontally over
the laundry, washing machine may get damage if the safety cover is not placed.
. Close the spin dryer cover.
. Do not drain the water out of the wash tub while the spin dryer basket is in operation.
If the spin dryer basket is off-balance and vibrates excessively, stop the
spinning, rearrange the clothes evenly and then resume spinning.
e |[f the spinning fail to stop when the spin dryer cover is opened, the brake is out
of order. Immediately stop using the machine and request repair service.

CARE & MAINTENANCE

Overflow filter & Rotation filter-C

1. Lift up the area @) of the over flow filter and take out the rotation filter-C by pulling
in direction as shown.

2. Pull the overflow filter forward from the wash tub in the direction of the arrow.

3. Turn the net over and rinse in water.

4. Use a brush or hand to remove all of the lint which has adhered to the overflow filter.

5. Insert the overflow filter back into the wash tub.

6. Insert the rotation filter-C back into the overflow filter.

[ S

=0\

8

s G

fuy

INSTALLATION & HOW TO WASH

Before washing

1. Check the washing instruction labels on the clothing to be washed.
2. Remove all objects from the pockets of the clothing.Objects left in the pockets may
damage clothing or break the washing machine (could cause the drain hose to clog).
3. Wash after separating oiled or dyed clothing.
4. For your convenience hang up the wash cover on the rightside of the
washing machine tub when not in use.

( Remove this before washing ]
/70 N o &
Key  Toothpick Coin Clip Screw Pin Sand
How to wash
' A
1 Set the drain selector Select the wash 7 When washing is finished,
Set as ofr* position. selector to "Gentle", locate the drain selector to

"Drain" position and drain

"Normal" or "Strong" the water out

Drain according to the kinds
and quantity of the
laundry. Wash-Rinse .
(Refer to Table 2) Off Drain

Wash-Rinse

Drain Selector

Set the water selector
to "WASH"

€
Qwsd

Water Selector

3 Put the appropriate amount

Drain Selector

Wash elector

Set the desired wash Spinning in the spin dryer

of de:]ergentr?nd the laundry | Q) time. basket.

into the was L i i
Move the laundry into spin

tub. And add [zt dryer basket.

water to the
desired water

¢ Put the laundry down lightly.
level which I
you want. [ s Soak

Place the safety cover
horizontally on the

(Refer to Table 2) 1% laundry.
4 Open water supply and 2> Wash Set the desired -~
fill water till your desired Wash Timer spin time (/
Lﬁ\é{?‘LO_fnl‘]aaq fox In the period 0~15 min. with the / {
is beéause The machine will run the washing spin timer.
Rl function Too
ggg‘?g can i In the period 16~35 min.
adequate amount of water ;Zzﬁ:;g‘:s x!;:’gd’ between e
and water will not short. ) )
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REFERENCE

TABLE 1. WEIGHT GUIDE FOR CLOTHES
Type of clothing Type of fabric

Weight per piece

Under shirt Cotton 150g (5.30z)
Handkerchief Cotton 50g( 1.80z)
Bath towel Cotton 300g(10.60z)
Shirt Mixed fabric 200g( 7.10z)
Socks (1 pair) Mixed fabric 50g( 1.80z)
Pajama (shirt and pants) Cotton 5009g(17.60z)
Winter undershirt Woolen 600g(21.20z)
Workclothes Mixed fabric 800g(28.20z)
Blouse Mixed fabric 200g( 7.10z)
TABLE 2. GUIDE FOR WASHING
Type of Wash |Wash Water| Amount of Amount of Amount of
Fabric Selector| Time Level Laundry (kg) Water (Ltr) | Detergent (gms)
Woolen,Knits| GENTLE ~5 min. H 0.5~20 84
] S 05~5.0 50
Synthetlcs, GENTLE ~5 min. L 5.0~6.0 60
Silk 6.0~7.0 72
H 7.0~ 84
S 0.5~5.0 50
Cotton, NORMAL | 5 ~ 10 min. —= 5.0~6.0 60
Linen M 6.0~7.0 72
H 7.0~ 84
p S 0.5~5. 50
?:/:t%:c:fg STRONG {10 ~ 15 min. |—= 50~6.0 60
linen M 6.0~7.0 72
H .0~ 84
Notes :

e Amount of laundry is a weight of dry laundry.
e Detergent is a general synthetic detergent.

A CAUTION : Fillin wash to height 20mm above the level you desire. When washing starts water
level will automatically come to level you desire.

TROUBLESHOOTING GUIDE

Before Requesting Service

Problem Checking point
Motor does not operate, | ® Is the power cord firmly plugged in?
® |s the timer turned to a suitable point except "Off" ?
Spin dryer basket does ® |s there any clothing dropped between the basket and tub?
not operate. @ |s the spin dryer cover closed?
@ |s the laundry gathered to one side of the spin dryer basket?

Water does not enter washer| @ Is the water faucet hooked up?
Is the water faucet frozen?

Is there lint stuck in the plunger valve?
Is the drain pump operated?
Is the drain hose twisted?

o
No draining .
o
o
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