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A

B

1

3

2

A

 (POWER) Turns the TV on or off.
  Selects Radio, TV and DTV programme.

 Recalls your preferred subtitle in digital mode.
1    Resizes an image. (Depending on model)
1   Shows programme guide. (Depending on model)
1   By pressing the AD button, audio descriptions function will 

be enabled. (Depending on model)
2   Selects an AV mode. (Depending on model)
2    Resizes an image. (Depending on model)

  Changes the input source.
Number buttons Enters numbers.

 Accesses the saved programme list.
 Returns to the previously viewed programme. 

B

 Accesses your favourite programme list.
3   Shows programme guide. (Depending on model)
3   Used for viewing 3D video. (Depending on model)

  Mutes all sounds.
  Adjusts the volume level.

��   Scrolls through the saved programmes.
��   Moves to the previous or next screen.

C

D
4 5

6

7

C

Teletext buttons (  ) These buttons are used for 
teletext.

   Views the information of the current programme and 
screen.

 Accesses the main menus.
6   Use this to view 3D video option. (Depending on 

model)
 Accesses the Quick menus.

Navigation buttons (up/down/left/right) Scrolls through menus 
or options.

  Selects menus or options and confirms your input.
  Returns to the previous level.
 Clears on-screen displays and returns to TV viewing.

D

4   By Pressing AD button, audio descriptions function will be 
enabled. (Depending on model) 
4   Selects an AV mode. (Depending on model)
5  /   Starts to record and displays record menu.  

(Only Time MachineReady supported model) (Depending on model)
5     Starts to record and displays record menu.  

(Only Time MachineReady supported model) (Depending on model)
7   Returns to LIVE TV. (Depending on model)

Control buttons ( ) Controls the MY MEDIA 
menus, Time MachineReady control or the SIMPLINK compatible 
devices (USB, SIMPLINK or Time MachineReady).
Coloured buttons These access special functions in some menus.   
( : Red, : Green, : Yellow, : Blue)
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Licenses

Supported licenses may differ by model. For more information about 
licenses, visit www.lg.com.

Manufactured under license from Dolby Laboratories. 
Dolby and the double-D symbol are trademarks of Dolby 
Laboratories.

The terms HDMI and HDMI High-Definition Multimedia Interface,  
and the HDMI logo are trademarks or registered trademarks of  HDMI 
Licensing LLC in the United States and other countries.

This DivX Certified® device has passed rigorous
testing to ensure it plays DivX® video.

To play purchased DivX movies, first register your
device at vod.divx.com. Find your registration code in
the DivX VOD section of your device setup menu.

DivX Certified® to play DivX® video up to HD 1080p,
including premium content.

DivX®, DivX Certified® and associated logos are
trademarks of DivX, LLC and are used under license.

Covered by one or more of the following U.S. patents :  
7,295,673; 7,460,668; 7,515,710; 7,519,274.

(Only LF62**, UF67**)

For DTS patents, see http://patents.dts.com. Manufactured under 
license from DTS Licensing Limited. DTS, the Symbol, & DTS and the 
Symbol together are registered trademarks, and DTS 2.0+Digital Out 
is a trademark of DTS, Inc. © DTS, Inc. All Rights Reserved.

Open source software 
notice information

To obtain the source code under GPL, LGPL, MPL and other open source 
licenses, that is contained in this product, please visit http://opensource.
lge.com.

In addition to the source code, all referred license terms, warranty 
disclaimers and copyright notices are available for download.

LG Electronics will also provide open source code to you on CD-ROM 
for a charge covering the cost of performing such distribution (such 
as the cost of media, shipping, and handling) upon email request to 
opensource@lge.com. This offer is valid for three (3) years from the date 
on which you purchased the product.

Settings

Automatically Setting Up Programme

SETTINGS  SETUP  Auto Tuning

Automatically tunes the programmes.

•  If Input Source is not connected properly, programme registration 
may not work.

•  Auto Tuning only finds programmes that are currently 
broadcasting.

•  If Lock System is turned on, a pop-up window will appear asking 
for password.

To select Picture Mode

SETTINGS  PICTURE  Picture Mode

Select the picture mode optimized for the viewing environment or the 
programme.

•  Vivid : Heightens contrast, brightness and sharpness to display 
vivid images.

•  Standard : Displays images in standard levels of contrast, 
brightness and sharpness.

•  Eco/APS : [Depending on model]  
The Energy Saver feature changes settings on the TV to reduce 
power consumption. 

•  Cinema/Game : Displays the optimum picture for movie, game. 
•  Soccer : [Depending on model] Optimised picture mode for 

football matches. The pitch and kits are presented in vibrant 
colours, with crystal-clear images even for fast movements.
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•   Expert 1, 2 : Menu for adjusting picture quality that 
allows experts and amateurs to enjoy the best TV viewing. This 
is the adjustment menu provided for ISF-certified picture tuning 
professionals. (ISF logo can only be used on ISF-certified TVs.)  
ISFccc: Imaging Science Foundation Certified Calibration Control 

•  Depending on input signal, available range of picture modes may 
differ.

•   Expert mode is for picture tuning professionals to control 
and fine-tune using a specific image. For normal images, the effects 
may not be dramatic. 

•  The ISF function is only available on some models.

To set advanced control

SETTINGS  PICTURE  Picture Mode  Advanced Control / 
Expert Control

Calibrates the screen for each picture mode; or adjusts picture settings 
for a special screen. First select a Picture Mode of your choice.

•  Dynamic Contrast : Adjusts the contrast to the optimal level 
according to the brightness of the image.

•  Dynamic Colour : Adjusts colours to make the image appear in 
more natural colours.

•  Skin Colour : Sets Skin colour spectrum separately to implement 
the skin colour as defined by the user.

•  Sky Colour : Sky colour is set separately.
•  Grass Colour : Natural colour spectrum (meadows, hills, etc.) can 

be separately set.
•  Gamma : Sets the gradation curve according to the output of 

picture signal in relation to the input signal. 
•  Colour Gamut : Selects the range of colours  that can be expressed.
•  Edge Enhancer : Shows clearer and distinctive yet natural edges 

of the video.
•  Expert Pattern : [Depending on model] 

Patterns used for expert adjustment.
•  Colour Filter : Filters a specific colour spectrum in RGB colours to 

fine-tune colour saturation and hue accurately.
•  Colour Temperature : Adjusts the overall tone of the screen as 

desired. In Expert mode, detailed fine-tuning can be set via Gamma 
method, etc.

•  Colour Management System : This is a system that experts use 
when they adjust colour with a test pattern. They can select from six 
colour areas (Red / Green / Blue / Cyan / Magenta / Yellow) without 
affecting other colours. For normal images, adjustments may not 
result in noticeable colour changes.

•  Super Resolution : [Depending on model] 
Adjusts the resolution to make dim and blurred images clearer.

•  Depending on input signal or other picture settings, the range of 
detailed items for adjustment may differ. 

To set additional picture options

SETTINGS  PICTURE  Picture Mode  Picture Option

[Depending on model]

Adjusts detailed setting for images.

•  Noise Reduction : Eliminates noise in the picture.
•  MPEG Noise Reduction : Eliminates noise generated while 

creating digital picture signals.
•  Black Level : Adjusts the brightness and contrast of the screen 

to suit the black level of the input picture by using the blackness 
(black level) of the screen.

•  Real Cinema : Optimizes the screen for movie viewing.
•  Motion Eye Care / Smart Energy Saving : [Depending on 

model] Saves power consumption by adjusting the brightness 
corresponding to the movement of the image on the screen.

•  LED Local Dimming : [Depending on model] Brightens bright 
areas and darkens dark areas of the image for maximum contrast 
and minimum blur while reducing power consumption.

-- Off : Disables the LED Local Dimming function.
-- Low/Medium/High : Changes the contrast ratio.

•  TruMotion : [Depending on model] Optimizes the image quality 
of fast-moving pictures. 

-- Off : Turns off the TruMotion.
-- Smooth : Softens fast-moving pictures.
-- Clear : Makes fast-moving pictures clearer.
-- User : Sets De-Judder/De-Blur manually.  

De-Judder: Adjusts juddering on the screen. 
De-Blur: Reduces the blurring effects of motion.

Auto means Juddering and blurring range that depend on input 
video status is controlled by TruMotion mode.

•  Depending on input signal or other picture settings, the range of 
detailed items for adjustment may differ.



EN
G

LISH

17

To use  Energy Saving feature

SETTINGS  PICTURE  Energy Saving 

Reduces power consumption by adjusting screen brightness.

•  Auto : [Depending on model]  
The TV sensor detects the ambient lighting and automatically 
adjusts the screen brightness.

•  Off : Turns off the Energy Saving mode.
•  Minimum / Medium / Maximum : Applies the pre-set Energy 

Saving mode.
•  Screen Off : Screen is turned off and only sound is played. Press 

any button except Power button on the remote control to turn the 
screen back on. 

To use HDMI ULTRA HD Deep Colour 

SETTINGS  PICTURE  HDMI ULTRA HD Deep Colour  HDMI 
(1/2) ULTRA HD Deep Colour

[Depending on model]

HDMI port provides ULTRA HD Deep Colour, You can watch more clear 
picture.

•  On : ULTRA HD Deep Colour support
•  Off : ULTRA HD Deep Colour not support

To use TV speaker

SETTINGS  AUDIO  Sound Out  TV Speaker / Internal TV 
Speaker

[Depending on model]

Sound is output through the TV speaker.

To use External Speaker

SETTINGS  AUDIO  Sound Out  External Speaker (Optical) 
/ Audio Out (Optical)

[Depending on model]

Sound is output through the speaker connected to the optical port.

•  SimpLink is supported.

To use Digital Sound Out

SETTINGS  AUDIO  Sound Out  External Speaker (Optical) 
/ Audio Out (Optical) / Internal TV Speaker + Audio Out (Optical) 

 Digital Sound Out

[Depending on model]

Sets up Digital Sound Out.

Item Audio Input Digital Audio Ouput

Auto

MPEG
Dolby Digital 

Dolby Digital Plus
HE-AAC

DTS

PCM
Dolby Digital
Dolby Digital
Dolby Digital

DTS

PCM All PCM

To connect and use LG audio device

SETTINGS  AUDIO  Sound Out  LG Sound Sync (Optical)

[Depending on model]

Connect LG audio device with the  logo to the optical digital 
audio output port. LG audio device allows you to enjoy rich powerful 
sound easily.

To use Headphone

SETTINGS  AUDIO  Sound Out  Headphone

[Depending on model]

Sound is output through the headphone connected to the earphone/
headphone port.

To synchronize audio and video 

SETTINGS  AUDIO  AV Sync. Adjust 

[Depending on model]

Synchronizes video and audio directly when they do not match.

•  If you set AV Sync. Adjust to ON, you can adjust the sound output 
(TV speakers or SPDIF) to the screen image. 
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To use SIMPLINK

[Depending on model]

SIMPLINK is a feature that enables you to control and manage various 
multimedia devices conveniently via the SIMPLINK menu. 

1	 Connect the TV’s HDMI IN terminal and the SIMPLINK device’s HDMI 
output terminal using an HDMI cable.

•  [Depending on model]  
For home theatre units with a SIMPLINK function, connect HDMI 
terminals as above, and use an optical cable to connect Optical 
Digital Audio Out from the TV to Optical Digital Audio In of the 
SIMPLINK device. 

2	 Select INPUT(OPTION)  SIMPLINK.                                             
SIMPLINK menu window appears.

3	 In SIMPLINK Setting window, set SIMPLINK function to ON.

4	 In SIMPLINK menu window, selects the device you want to control.

•  This function is only compatible with devices with the SIMPLINK 
logo. 

•  To use the SIMPLINK function, you need to use a high-speed HDMI® 
cable (with CEC (Consumer Electronics Control) feature added). 
High-speed HDMI® cables have the No. 13 pin connected for 
information exchange between devices. 

•  If you switch to another input, the SIMPLINK device will stop. 
•  If a third-party device with the HDMI-CEC function is also used, the 

SIMPLINK device may not work normally.
•  [Depending on model] 

If you select or play media from a the device with a home theatre 
function, the HT Speaker(Speaker) is automatically connected.  
Be sure to connect with an optical cable (sold separately) to use the 
HT Speaker(Speaker) function. 

SIMPLINK function description

•  Direct Play : Plays the multimedia device on the TV instantly.
•  Select multimedia device : Selects the desired device via the 

SIMPLINK menu to control it from the TV screen instantly.
•  Disc playback : Manages the multimedia device with the TV 

remote control.
•  Power off all devices : When you power off the TV, all connected 

devices are turned off. 
•  Sync Power on : When the equipment with SIMPLINK function 

connected HDMI terminal starts to play, the TV will automatically 
turn on. 

•  Speaker : [Depending on model]  
Select speaker either on the home theatre unit or the TV.

To set password

SETTINGS  LOCK  Set Password  

Sets or changes the TV password.

The initial password is set to ‘0000’.

To return Factory Reset 

SETTINGS  OPTION  Factory Reset 

All stored information is deleted and TV settings are reset. 

The TV turns itself off and back on, and all settings are reset.

•  When Lock System is in place, a pop-up window appears and asks 
for password.

•  Do not turn off the power during initialization. 

To remove the USB device

Q.MENU  USB Device

Select a USB storage device that you want to remove. 

When you see a message that the USB device has been removed, 
separate the device from the TV. 

•  Once a USB device has been selected for removal, it can no longer 
be read. Remove the USB storage device and then re-connect it. 

Using a USB storage device - warning

•  If the USB storage device has a built-in auto recognition program 
or uses its own driver, it may not work. 

•  Some USB storage devices may not work or may work incorrectly. 
•  Use only USB storage devices formatted with the Windows FAT32 

or NTFS File System. 
•  For external USB HDDs, it is recommended that you use devices 

with a rated voltage of less than 5 V and a rated current of less 
than 500 mA. 

•  It is recommended that you use USB memory sticks of 32 GB or less 
and USB HDDs of 2 TB or less. 

•  If a USB HDD with power-saving function does not work properly, 
turn the power off and on. For more information, refer to the user 
manual of the USB HDD. 

•  Data in the USB storage device can be damaged, so be sure to back 
up important files to other devices. Data maintenance is the user’s 
responsibility and the manufacturer is not responsible for data loss.
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My Media supporting file

•  Maximum data transfer rate : 20 Mbps (Mega bit per second)
•  External supported subtitle formats : *.srt (SubRip), *.smi (SAMI), 

*.sub (SubViewer, MicroDVD, DVDsubtitleSystem, SubIdx(Vobsub)), 
*.ass/*.ssa (SubStation Alpha), *.txt (TMplayer), *.psb (PowerDivX)

•  Internal supported subtitle formats: *.dat/*.mpg/*.mpeg/*.
vob (DVD Subtitle), *.ts/*.tp/*.m2ts/ (DVB Subtitle), *.mp4 (DVD 
Subtitle, UTF-8 Plain Text), *.mkv (ASS, SSA, UTF-8 Plain Text, 
Universal Subtitle Format, VobSub, DVD Subtitle), *.divx/*.avi 
(XSUB1, XSUB+)

1	 XSUB : Supports internal subtitles generated from DivX6

Supported Video Formats

•  Maximum: 1920 x 1080 @ 30p (only Motion JPEG 640 x 480 @ 30p)
•  .asf, .wmv  

[Video] MPEG-2, MPEG-4 Part2, DivX3.11, DivX4, DivX5, DivX6, 
XViD, H.264/AVC, VC1(WMV3, WVC1), MP43  
[Audio] WMA Standard, WMA9(Pro), MP3, AAC, AC3, MP3, 3D WMV 
Single Stream

•  .divx, .avi  
[Video] MPEG-2, MPEG-4 Part2, DivX3.11, DivX4, DivX5, DivX6, 
XViD, H.264/AVC [Audio] HE-AAC, LPCM, ADPCM, MPEG- 1 Layer I, 
MPEG-1 Layer II, Dolby Digital, MPEG-1 Layer III (MP3), *DTS

•  .ts, .trp, .tp, .mts, .m2ts 
[Video] H.264/AVC, MPEG-2, AVS, VC1 [Audio] MPEG-1 Layer I, 
MPEG-1 Layer II, MPEG-1 Layer III (MP3), Dolby Digital, Dolby 
Digital Plus, AAC, HE-AAC, *DTS

•  .vob  
[Video] MPEG-1, MPEG-2  
[Audio] Dolby Digital, MPEG-1 Layer I, MPEG- 1 Layer II, DVD-LPCM

•  .mp4, .m4v, .mov  
[Video] MPEG-2, MPEG-4 Part2, DivX3.11, DivX4, DivX5, DivX6, 
XVID, H.264/AVC [Audio] AAC, MPEG-1 Layer III (MP3), *DTS

•  .mkv 
[Video] MPEG-2, MPEG-4 Part2, DivX3.11, DivX4, DivX5, DivX6, 
XVID, H.264/AVC [Audio] HE-AAC, Dolby Digital, MPEG-1 Layer III 
(MP3), *DTS, LPCM

•  motion JPEG  
[Video] MJPEG  
[Audio] LPCM, ADPCM

•  .mpg, .mpeg, .mpe 
[Video] MPEG-1, MPEG-2  
[Audio] MPEG-1 Layer I, MPEG-1 Layer II, Dolby Digital, LPCM

•  dat 
[Video] MPEG-1, MPEG-2 
[Audio] MP2

•  flv 
[Video] Sorenson H.263, H.264/AVC 
[Audio] MP3, AAC, HE-AAC

•  *rm, *rmvb 
[Video] RV30, RV40 
[Audio] Dolby Digital, AAC, HE-AAC, RA6(Cook)

•  3gp, 3gp2 
[Video] H.264/AVC, MPEG-4 Part2  
[Audio] AAC, AMR(NB/WB)

•  *DTS / *rm / *rmvb : Depending on model

Supported Audio Formats

•  File type : mp3 
[Bit rate] 32 Kbps - 320 Kbps 
[Sample freq.] 16 kHz - 48 kHz  
[Support] MPEG1, MPEG2, Layer2, Layer3

•  File Type : AAC 
[Bit rate] Free Format 
[Sample freq.] 8 kHz ~ 48 kHz 
[Support] ADIF, ADTS

•  File Type : M4A 
[Bit rate] Free Format 
[Sample freq.] 8 kHz ~ 48 kHz 
[Support] MPEG-4

•  File Type : WMA 
[Bit rate] 128 Kbps ~ 320 Kbps 
[Sample freq.] 8 kHz ~ 48 kHz 
[Support] WMA7, WMA8, WMA9 Standard 

•  File Type : WMA 10 Pro 
[Bit rate] ~ 768 Kbps 
[Channel / Sample freq.] 
M0 : up to 2 Channel @ 48 kHz 
(Except LBR mode), 
M1 : up to 5.1 Channel @ 48 kHz, 
M2 : up to 5.1 Channel @ 96 kHz  
[Support] WMA 10 Pro

•  File Type : OGG 
[Bit rate] Free Format 
[Sample freq.] ~ 48 kHz 
[Support] OGG Vorvis
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Supported Photo Formats

•  Category : 2D (jpeg, jpg, jpe), 3D (jps) 
[Available file type] SOF0: Baseline, 
SOF1 : Extend Sequential, 
SOF2 : Progressive 
[Photo size] Minimum : 64 x 64, 
Maximum : Normal Type: 15360 (W) x 8640 
(H), Progressive Type : 1920 (W) x 1440 (H)

•  Category : BMP 
[Photo size] Minimum : 64 x 64, Maximum : 
9600 x 6400

•  Category : PNG 
[Available file type] Interlace, Non-Interlace 
[Photo size] Minimum : 64 x 64, Maximum : Interlace : 1200 x 800, 
Non-Interlace : 9600 x 6400

•  Category : MPO (3D) 
[Photo size] 4:3 Size : 3648 x 2736 / 2592 x 1944 / 2048 x 1536,                            
3:2 Size : 3648 x 2432

•  BMP and PNG format files may be slower to display than JPEG.
•  The 3D function may differ depending on the model.

To see web manual

To obtain detailed User Guide information, please visit www.lg.com.

External control device 
setup

To obtain the external control device setup information, please visit 
www.lg.com.

Troubleshooting

Cannot control the TV with the remote control.

•  Check the remote control sensor on the product and try again.
•  Check if there is any obstacle between the product and the remote 

control.
•  Check if the batteries are still working and properly installed (  

to ,  to ).
No image display and no sound is produced.

•  Check if the product is turned on.
•  Check if the power cord is connected to a wall outlet.
•  Check if there is a problem in the wall outlet by connecting other 

products.
The TV turns off suddenly.

•  Check the power control settings. The power supply may be 
interrupted.

•  Check if the Automatic Standby(Depending on model) / Sleep 
Timer / Off Time is activated in the TIME settings.

•  If there is no signal while the TV is on, the TV will turn off 
automatically after 15 minutes of inactivity.

When connecting to the PC (HDMI), ‘No signal’ or ‘Invalid Format’ is 
displayed.

•  Turn the TV off/on using the remote control.
•  Reconnect the HDMI cable.
•  Restart the PC with the TV on.
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Specifications

Environment 
condition

Operating Temperature 0 °C to 40 °C 

Operating Humidity Less than 80 %

Storage Temperature -20 °C to 60 °C

Storage Humidity Less than 85 %

Satellite Digital TV
(Depending on Model)

Digital TV
(Depending on Country & Model)

Analogue TV
(Depending on Country)

Television system DVB-S/S2
DVB-T

 DVB-T/T2*

PAL B/B, PAL B/G, PAL D/K, PAL-I, 
SECAM B/G, SECAM D/K

 NTSC-M

Programme coverage VHF, UHF
C-Band, Ku-Band

VHF, UHF VHF, UHF, CATV

Maximum number of  
storable programmes 6,000 1,500

External antenna impedance 75 Ω

*  Only DVB-T2 support models.

3D supported mode
(Only 3D models)

Video, which is input as below media contents is switched into the 3D screen automatically.

The method for 3D digital broadcast may differ depending on the signal environment. If video is not switched automatically into 3D, manually 
convert the settings to view 3D images.

Input Signal Resolution Horizontal  
Frequency (kHz)

Vertical  
Frequency (Hz) Playable 3D video format

HDMI

720p 1280 x 720

37.5 50
Side by Side(half), Top and Bottom

45 60

75 50
Frame packing

89.9 / 90 59.94 / 60

1080i 1920 x 1080
28.125 50

Side by Side(half), Top and Bottom
33.7 60

1080p 1920 x 1080

27 24
Side by Side(half), Top and Bottom

33.7 30

53.95 / 54 23.98 / 24 Frame packing

56.3 50 Side by Side(half), Top and Bottom,  
Single frame sequential67.5 60

DTV
720p 1280 x 720 37.500 50

Side by Side, Top and Bottom
1080i 1920 x 1080 28.125 50

USB 1080p 1920 x 1080 33.75 30.000 Side by Side, Top and Bottom, JPS, MPO(Photo)
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HDMI-DTV supported mode

Resolution Horizontal  
Frequency (kHz)

Vertical  
Frequency  

(Hz)
640 x 480 31.469 59.94
640 x 480 31.50 60.00

720 x 480
31.469
31.50

59.94
60.00

720 x 576 31.250 50.00

1280 x 720
37.50
45.00 
44.96

50.00
60.00
59.94

1920 x 1080

28.125
33.75
33.72

56.250
67.50

67.432
27.00

26.973
33.75

33.716

50.00
60.00
59.94
50.00
60.00
59.94
24.00

23.976
30.00
29.97

3840 x 2160

53.95
54.00
56.25
61.43
67.50

112.50
135.00
135.00

23.98
24.00
25.00
29.97
30.00
50.00
59.94
60.00

4096 x 2160

53.95
54.00
56.25
61.43
67.50

112.50
135.00
135.00

23.98
24.00
25.00
29.97
30.00
50.00
59.94
60.00

1

1  : Only UF67** 

HDMI-PC supported mode
Use HDMI IN 1 for PC mode (Except for UF67**)

Resolution Horizontal  
Frequency (kHz)

Vertical  
Frequency (Hz)

640 x 350 31.468 70.09
720 x 400 31.469 70.08

640 x 480 31.469 59.94

800 x 600 37.879 60.31
1024 x 768 48.363 60.00
1152 x 864 54.348 60.053
1360 x 768 47.712 60.015

1280 x 1024 63.981 60.020
1920 x 1080 67.50 60.00
3840 x 2160 54 24.00
3840 x 2160 56.25 25.00
3840 x 2160 67.5 30.00
4096 x 2160 53.95 23.97
4096 x 2160 54 24

1

2

1  : Except for 32LF55*U, 32LF55*B, 32LF55*D, 32LF55*Z, 32LF55*R, 
32LF56*U, 32LF56*B, 32LF56*D, 32LF56*Z, 32LF62*U, 32LF62*B, 
32LF62*D, 32LF62*Z
2  : Only UF67** 

Component port connecting 
information

Component ports on the TV Y PB PR

Video output ports on  
DVD player

Y PB PR

Y B-Y R-Y

Y Cb Cr

Y Pb Pr

Signal Component

480i / 576i O

480p / 576p O

720p / 1080i O

1080p
O

(Only 50 Hz / 60 Hz)
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(Only Jordan)

WEEE

Disposal of your appliance

The symbol indicating separate collection for electrical and electronic equipment  
consists of the crossed-out wheeled bin.



Record the model number and serial number 
of the TV.
Refer to the label on the back cover and 
quote this information to your dealer when 
requiring any service.

MODEL

SERIAL

For any Suggestion, Opinion,
Complaints, Please Call

800 54 in UAE
0800 54 54 54 in South Africa

080 100 54 54 in Morocco
19960 in Egypt

021 36 54 54 in Algeria
Other countries, Please contact our

local dealer or log into
http://www.lg.com

(Only DTV)




